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Chapter 1

Introduction and scope of research

Several hysteresis models have arisen due to the evolution of the digital computers. The validity

of the models is not restricted to the description of the ferromagnetic hysteresis phenomena.

The hysteresis models are widely accepted in other areas of science (e.g. biology, economics,

mechanics etc.), as these phenomena also play very signi�cant role in several domains of scienti�c

practice.

There are several classi�cations of the hysteresis models.One of them is according to the

description level. Three classes can be distinguished: themicroscopic, the macroscopic and

the mezoscopic models. The microscopic models deal with thedescription of the hysteresis

phenomena, they often use a sub-atomic range approach (e.g.Ising-model, Landau-Lifshitz

equation). This type of models is not suitable for simulating the hysteresis e�ect in compli-

cated situations, as modeling a real scale material would bea very time consuming task. The

macroscopic models seek to eliminate these shortcomings ofthe microscopic model. In fact they

can not be compared with the microscopic ones, since the macroscopic models can provide no

information about the physical background of the phenomena, though they can be employed

in real scale problems. The macroscopic models are usually function approximations of the

hysteresis curves, where several types of analytical functions can be applied (e.g. transcendent

functions, polynomial functions, ratio of two polynomial functions etc.).

We can realize that neither the micro- nor the macroscopic models meet engineering needs,

as the microscopic models are too slow in computations and the macroscopic models do no take

into account the physical background of the phenomena. As a result, the mezoscopic models

are very popular in engineering. The mezoscopic models are ranked between the micro- and

macroscopic models, because they are less accurate than themicroscopic ones, but are more

�exible than the macroscopic models. They include the Jiles-Atherton model, the Preisach

model, the Chua model and the neural network based models andso on.

The Jiles-Atherton model is discussed in detail in this work. The Jiles-Atherton model was

established in the last decades of the twentieth century. Despite being a mezoscopic model, its

equations can be derived from the energy balance equation, which is very close to the physical

representation of the hysteresis. It can easily be extendedto describe the frequency dependence

(rate dependence) and the in�uence of mechanical stress, due to the energy formulation. Though

the model has some outstanding features, some drawbacks must be highlighted. Namely the
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energy based model equations have non-physical solutions,which triggers the negative slope

part of the hysteresis curve at the loop tips. Furthermore, the solution of the model di�erential

equation is very sensitive to the step size. Totally di�erent hysteresis curves can be generated

by applying di�erent step sizes.

The investigation of the magnetic �eld in the presence of ferromagnetic materials constitutes

the focus of my research work. The Jiles-Atherton model is applied for describing ferromagnetic

materials in the simulations. The partial di�erential equa tions are discretized by the �nite

element method (FEM). Two types of FEM is distinguished, the nodal and the edge elements.

The magnetic �eld computations including the eddy-current investigations cannot be carried

out by using the nodal FEM, because of the spurious modes.

The edge element formulations with respect to the electromagnetic �eld computations are

summarized and combined with nonlinearity caused by the hysteresis e�ect.

Nonlinear system of equations are usually solved by applying the classical Newton method.

However the Newton method does not converge at in�ection points, which is usual in the case of

magnetization curves. Another drawback is that the derivative must be determined analytically,

otherwise numerical di�erentiation should be used. The analytical derivative is not available

in most of the cases e.g. measured curves. The method is usually applied for magnetostatic

problems by modifying the magnetization curve by removing in�ection points. Of course in this

case not the original problem is solved. Instead of the Newton method, the �xed-point method

(polarization method) is applied in this work for solving nonlinear magnetic �eld equations,

since it is convergent for any trial value and it is not sensitive to in�ection points and the

derivatives must not be known. Furthermore a piecewise linear approximation of measured

points is also acceptable. A drawback of the �xed-point method is the slow convergence, which

can be improved in several ways. These are discussed in the second thesis.

A test problem is going to be solved to prove the validity of the above mentioned com-

putational procedure. The numerical solution of the test problem is compared with the given

measured data.

1.1 Proposed research activity

The scope of my PhD dissertation is to develop a new computational procedure to analyse

magnetic �eld based on the Jiles-Atherton model of hysteresis and combined with the higher

order edge �nite element method.

I intend to �nd a fast and accurate hysteresis model, which isrequired in electromagnetic

�eld computations, since, in combination with the �nite ele ment method, a very huge number

(several tens of thousand) of hysteresis models must be run simultaneously. The Jiles-Atherton

model is based on a simple �rst order ordinary di�erential equation. Despite having a simple

structure, the Jiles-Atherton model is based on physical considerations. I will reformulate the

Jiles-Atherton model by means of the energy balance. As a result, the mathematical background

will become clear. I intend to extend the original rate independent Jiles-Atherton model to a

rate dependent one by considering the eddy currents and the excess losses. This is easily done

by the energy banace equation introduced. I intend to build ascalar hysteresis measurement

2
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system in LabVIEW environment to prove the validity of both t he rate independent and the

rate dependent models.

I want to introduce the edge �nite element method as a numerical technique for determining

electromagnetic �elds. I intend to use higher order elements for obtaining better accuracy. I

intend to �ne tune the combination of hysteresis modeling and �nite element method with the

help of a simple one dimensional example of the well known half-space problem. I intend to

investigate this problem by progressing from the simplest case to complicated ones. This means

that I want to start the investigations with the linear case, I want continue with the Langevin

characteristics and �nally the Jiles-Atherton model will b e used as material characteristics. I

intend to introduce the �xed-point method to handle nonlinearity. I want to describe some

speed up techniques for the �xed point method, which will be illustrated on the half-space

problem.

The organization of the work is as follows.

Chapter 2 contains an overview of the corresponding literature. The basics of the Jiles-

Atherton model are discussed based on the relevant papers and a short summary of the elec-

tromagnetics and the �nite element method can be found in this chapter.

In Chapter 3, I present the reformulation and extension of the Jiles-Atherton model. Fur-

thermore I discuss a scalar hysteresis measurement system for experimentally proving the va-

lidity of both the classical and the extended models, as well.

In Chapter 4, I discuss the insertion of hysteresis into the higher order edge element method

by using the �xed point technique. Regarding magnetostatics, eddy current analysis and dif-

fusion equation I derive potential formalisms for taking into account the nonlinear relationship

between the magnetic �eld intensity and the magnetic �ux density with respect to the magnetic

vector potential.

In Chapter 5, I present applications for the developed method. I solve the half-space ex-

ample by the one dimensional di�usion equation. I simulate the magnetic measurement carried

out in Chapter 3 by two dimensional eddy current analysis. I present a three dimensional

magnetostatic example proposed in the frame of the TEAM Workshop by the COMPUMAG

society. I will prove that the proposed computational technique works for large problems, too.

The LATEX 2" word processor has been used to produce this document. The �gures are

placed at the top of the current page where possible. The following notations are used in the

following: space vectors are typed by bold italics, e.g.v , scalars are denoted by italics e.g.k,

matrices and arrays are denoted by bold block capital and lowercase symbols, e.g.M , a.
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Chapter 2

Literature overview

In this chapter, I brie�y summarize the current state of the J iles-Atherton model (JAM) de-

velopment as found in the relevant literature. The theoretical background of the model is also

presented including the Langevin and the Weiss theory for computing the anhysteretic curve of

the JAM. The literature deals with the numerical determinat ion of JAM parameters by means

of experimentally measured hysteresis curves.

2.1 The Jiles-Atherton model of hysteresis

2.1.1 Langevin theory for paramagnets

The earliest model of magnetization characteristics basedon microscopic structures of materials

is the Langevin function approximation [2�7].

Let us denote by m the non-balanced magnetic dipole moment, including the moments of

the spin and the orbital motion in an atom of a paramagnetic material. If a magnetic �eld H

is applied, the corresponding potential energy has the form

wm = � � 0mH

= � � 0mH cos � ;
(2.1)

where � is the angle between the magnetic moment and the applied magnetic �eld. Langevin

assumed, that in paramagnetic materials, the moments do notinteract. Consequently, the

classical Maxwell-Boltzmann statistics can be used to express the probability of any electron

occupying an energy state ofwm :

p(wm ) = e
�

wm

kT ; (2.2)

wherek = 1 :381� 10� 23 J/K is the Boltzmann constant and T is the absolute temperature. The

number dn of magnetic particles per unit volume, lying between the angles � and � + d� with

respect to the applied �eld H , is proportional to the solid angle 2�n 0 sin(�)d�

dn = 2 �n 0 exp(� 0mH cos � =kT) sin(�)d� ; (2.3)
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where n0 is a proportionality factor determined by the fact that the t otal volume density of

magnetic particles per unit volume isN . Evaluating over a sphere,n0 can be determined as

N = 2 �n 0

�Z

0

exp(� 0mH cos � =kT) sin �d� ; (2.4)

n0 =
N

2�
�R

0
exp(� 0mH cos � =kT) sin �d�

: (2.5)

The magnetization postulated as a vectorial sum of the magnetic moments per unit volume

parallel to the applied �eld, can be formulated as

M =

�Z

0

m cos �d n =
Nm

�R

0
exp(� 0mH cos � =kT) cos � sin �d�

�R

0
exp(� 0mH cos � =kT) sin �d�

: (2.6)

Introducing the quantities � = � 0mH=kT , x = cos � and dx = � sin �d� , the above integrals

can be evaluated as

M =

Nm
1R

� 1
xe�x dx

1R

� 1
e�x dx

= Nm

 
e� + e � �

e� � e� � �
1

�

!

:

(2.7)

As a result, the equation for describing the magnetization of paramagnetic materials, with

respect to the magnetic moments aligned parallel to the applied �eld can be formulated as

M = Nm

 

coth � �
1

�

!

: (2.8)

The function in parenthesis is called theLangevin function: L (� ) = coth � �
1

�
. It is im-

portant to emphasize that the Langevin function has a discontinuity at � = 0 therefore it is

approximated by the �rst term of the Taylor series for small � as

L (� ) =

8
>><

>>:

coth � �
1

�
; for j� j > � 0;

�

3
; for j� j < � 0:

; (2.9)

where� 0 is a su�ciently small positive value. If the temperature is above theCurie point, then
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� becomes very small, therefore the magnetization can be approximated by

M = Nm
�

3

= Nm
� 0mH

3kT
:

(2.10)

The resulting paramagnetic susceptibility � is the well-known Curie law � = C=T, where C is

a constant.

2.1.2 Weiss correction for ferromagnetic materials

In ferromagnetic materials, the neighboring moments interact with each other. The interaction

between the magnetic moments gives an exchange �eldHex as it was pointed out by Weiss [8].

If, within the domain, any magnetic moment mi due to its interaction with other moment mj

has an exchange �eldHex,j = � i;j mj , then this interaction with all moments within the domain

can be described as

Hex =
X

j

� i;j mj : (2.11)

If the interactions between all moments are assumed to be identical and hence independent of

the displacement between the moments, then� i;j = �; (8i; j ) can be used:

Hex = �
X

j

mj

= �M:

(2.12)

The e�ective �eld can be de�ned as

He = H + �M: (2.13)

Substituting this relation into (2.8) introducing the satu ration magnetization M s = Nm and

using the shape parametera = kT
� 0m , the magnetization can be determined by the relation

M = M s

 

coth
H + �M

a
�

a

H + �M

!

: (2.14)

2.1.3 Rate-independent Jiles-Atherton hysteresis model

When the magnetic �eld intensity and the magnetization vectors are directed in the same

direction, the scalar hysteresis model can describe the connection between them. Otherwise

a vector hysteresis model is required. The eddy current e�ect depending on the excitation

frequency is not negligible in electrically conductive materials (e.g. iron). If the eddy current

e�ect and other frequency dependent e�ects (e.g. excess loss) play only a minor role then the

rate-independent hysteresis model can be used for describing the phenomena, otherwise the
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rate-dependent model is required.

D. C. Jiles and D. L. Atherton, in a series of papers [3, 9�12],present some physically

based equations for magnetization in ferromagnetic materials. The mathematical model for

ferromagnetic hysteresis introduced in 1983 is based on physical principles, rather than strictly

mathematical arguments or experimental curve �tting. Foll owing the �rst publication [3], sev-

eral papers appeared which explained the basis of the model in more detailed way, modi�ed the

model to include a reversible component, and presented a method for solving the equations of

the model.

The Jiles-Atherton model is widely used for modeling the nonlinear characteristics of mag-

netic hysteresis. It describes the B�H curve using �ve parameters. Numerous literatures deal

with the identi�cation of these parameters based on their physical meaning.

Another approach to this problem involves solving for �ve parameters to identify a simulated

B�H curve based upon measured data. The goal of this mathematical problem is to �nd the

best �tted simulation of hysteresis. The method must lead tothe global minimum of the chosen

error function.

In the Jiles-Atherton model two related mechanisms of magnetization are represented. One

of them is the domain wall motion which is in�uenced by the applied �eld in a way that the

domains favorably aligned with respect to the applied �eld grow at the expense of unfavorably

aligned domains. The other mechanism represents the rotation of aligned moments within the

domains toward the applied �eld direction.

The magnetization is composed of two terms in the Jiles-Atherton model of hysteresis, an

irreversible and a reversible component:

M = M irr + M rev : (2.15)

The irreversible component represents the irreversible domain wall motion. The reversible

magnetization corresponds to the reversible domain wall bending.

The hysteresis characteristic can be described on the basisof the energy density balance in

a material. The change of energy density supplied in the material is equal to the change of the

magnetostatic energy density and the hysteresis loss density.

w = wmag + whys: (2.16)

The energy loss density, which is generated by the irreversible domain wall motion, can be

expressed as

dwwall = � 0kdM irr ; (2.17)

where k is the pinning coe�cient.

In ferromagnetic materials the neighboring domains interact with each other. The interac-

tion between the domains can be taken into account by introducing an e�ective �eld acting on

the domains per unit volume, as in (2.13) [13,14].

The magnetization is a function of the e�ective magnetic �eld intensity in the expression
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taking into consideration that the energy loss density generated by the irreversible domain wall

motion can be expressed by

dwwall = � 0k�
dM irr

dHe
dHe; (2.18)

where � = sign(dHe=dt). The irreversible magnetization changes can be obtained from the

energy equation, in which the supplied energy is equal to magnetic energy changes and the

hysteresis loss according to [13]1

� 0

Z
M an(H )dH = � 0

Z
M (H )dH + � 0

Z
k�

dM

dH
dH: (2.19)

Consequently

M an(H ) = M (H ) + k�
dM

dH
: (2.20)

If during the magnetization process the anhysteretic magnetization shows a lower value than the

irreversible magnetization it yields a non-physical solution, represented by a negative derivative

of the irreversible magnetization dM irr =dHe < 0, see Fig. 2.1. In this case the domain walls

actually remain in the previous defect size anddM irr =dHe = 0 . The solution of the di�erential

equation can be represented as [15]

dM irr =
1

k�
[(M an � M irr )dHe]+ (2.21)

with the symbol

x+ =

(
x; if x > 0;

0; if x < 0:
(2.22)

Reversible magnetization can be taken into account by introducing a dimensionless reversible

coe�cient c, so that

M rev = c(M an � M irr ): (2.23)
1The relationship (2.19) has many di�erent forms in Jiles' pa pers. In [12], the following form can be found

without explanation (this is the correct form, see the next s ection for explanation):

� 0

Z
M an (H )dH e = � 0

Z
M irr (H )dH e + � 0

Z
k�

dM irr

dH e
dH e:

In [10], equation (2.19) has another form

� 0

Z
M an dH e = � 0

Z
M dH e + � 0k� (1 � c)

Z
dM irr :

Finally in [9] another version can be read

� 0

Z
M an (H )dH e = � 0

Z
M (H )dH e + � 0

Z
k�

dM irr

dH e
dH e:
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Fig. 2.1. The non-physical solutions can be seen at the loop tips

Using equation (2.15) the total magnetization can be obtained as

M = (1 � c)M irr + cMan: (2.24)

Substituting the di�erential expression (2.21) into (2.24) allows to derive the equation

dM =
1 � c

k�
[(M an � M irr )dHe]+ + cdM an: (2.25)

In the (j + 1) -th step to the hysteresis characteristic can be evaluated from the j -th value of

the magnetization

dM j +1 =
1

k�
[(M an � M j )dHe]+ + cdM an: (2.26)

Equation (2.26) can be used for numerical simulation of the Jiles-Atherton model of hysteresis.

2.1.4 Determination of model parameters from measured data

The JAM parameter identi�cation procedure according to the Jiles proposal is based on the

knowledge of some points of the experimental hysteresis curve. These points are:

� the coercivity (H c);

� the remanence (M r );

� coordinates of the loop tip (Hm ; M m );

� the di�erential susceptibility at the coercive point( � c = dM
dH

�
�
H = H c ;M =0 );
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� the di�erential susceptibility at remanence (� r = dM
dH

�
�
H =0 ;M = M r ;� = � 1);

� the di�erential susceptibility of the initial magnetizati on curve at the loop tip (� m �
dM an

dH

�
�
H = H max ;� =1 );

� the initial anhysteretic susceptibility ( � an = dM an
dH

�
�
H =0 ;M =0 );

� the initial normal susceptibility ( � in = dM
dH

�
�
H =0 ;M =0 );

� maximum di�erential susceptibility ( � max = max
� dM

dH

�
).

Since this identi�cation process based on only the points ofthe experimental hysteresis curve

listed above it means that the procedure can not lead to an exactly identi�ed curve.

The following parameter identi�cation procedure is proposed by Jiles, Thoelke and Devine

in [12]. It is a di�cult procedure since it is not immediately clear which "�xed reference points"

on a measured hysteresis curve should be used to calculate the parameters. Furthermore, the

implicit nature of the hysteresis equations makes the problem intractable for an injudicious

choice of these �xed points. It has been found that the simplest solution to the problem is

obtained by using the parameters summarized above.

Saturation magnetization M s

The parameter easiest to obtain is the saturation magnetization M s. It is often known with

respect to a particular material, and can be extracted from data sheets or other references. It

can also be measured as accurately as desired by subjecting the material to a �eld of su�ciently

high strength, and then either measuring the �ux density B with a coil or the magnetization

M with a vibrating sample magnetometer, and then calculatingM s from these measurements.

Determination of the parameter c which represents reversible wall motion

The reversible component of magnetization due to reversible wall bending and reversible trans-

lation of wall is determined in the model by the coe�cient c. This can be calculated from the

ratio of the initial normal susceptibility � in to the initial anhysteretic susceptibility � an.

Using equation (9) from [12], which is

dM

dH
= (1 � c)

M an � M irr

k� � � (M an � M irr )
+ c

dM an

dH
; (2.27)

the initial di�erential susceptibility is

� in =
dM

dH

�
�
�
�
�
H =0 ;M =0

=
(1 � c)M an

k� � �M an
+ c

dM an

dH
: (2.28)

Substituting (2.14) into the equation above, whenM = 0 , the following expression results:

� in =

(1 � c)M s

"

coth

 
H

a

!

�
a

H

#

k� � �M s

"

coth

 
H

a

!

�
a

H

# + M s
c

a

"

1 � coth2

 
H

a

!

+
a2

H 2

#

: (2.29)
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and taking the limit as H ! 0 of coth(H=a) � (a=H),

lim
H ! 0

"

coth

 
H

a

!

�

 
a

H

!#

= lim
H ! 0

(
H

3a
�

H 3

45a3 +
H 5

945a5 � : : :

)

= 0 (2.30)

so that

� in = lim
H ! 0

dM

dH

= 0 + c
dM an

dH
:

(2.31)

SinceM = 0 at the origin of the magnetization curve,

� in =
cMs

3a
: (2.32)

This then gives

c =
3a� in

M s
; (2.33)

which is a relationship betweenc and the initial susceptibility.

Relationship between a and �

The anhysteretic susceptibility itself constitutes a relationship between the model parametersa

and � . This relationship depends on the form of the function chosen to model the anhysteretic

magnetization curve. The modi�ed Langevin function has been used successfully to model the

anhysteretic magnetization, although it should be remembered that this choice of M an is very

speci�c, and that other functions for M an exist for particular circumstances.

From the anhysteretic function given in (2.14), it is easily shown that the anhysteretic

susceptibility at the origin is given by

� an = lim
H;M ! 0

(
d

dH
M an(H )

)

=
M s

3a � �M s
;

(2.34)

and so

a =
M s

3

 
1

� an
+ �

!

: (2.35)

This equation can then be used as a constraint on the model parametersa and � , although

a further condition is needed to determine the values of these parameters.
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Determination of the parameter k which determines the hysteresis loss

The coercivity is determined by the amount of pinning, and hence by the parameterk. For

very soft magnetic materials, it is found that k � H c, provided k is de�ned in units of [Am � 1]

as given above. For this reason, the de�nition of the pinningparameter in units of [Am� 1]

is preferred since the pinning force acts like a �eld opposing the prevailing magnetic �eld H .

The general relationship betweenk and H c can be expressed most simply if the di�erential

susceptibility at the coercive point � c is known.

Again, we return to (2.27), and now consider the situation at the coercive point. Let

� c = � max denote the di�erential susceptibility at the coercive point, which in the model is

always the maximum value of di�erential susceptibility observed around the hysteresis loop

� max =
1

k� � � [M an(H c) � M irr ]
[M an(H c) � M irr ]

+ c

 
dM an(H c)

dH
�

dM irr

dH

! (2.36)

at the coercive point � = 1 , H = H c, M = 0 and rearranging the equation leads to

k =
1

� max � c

"
dM an(H c)

dH
�

dM irr

dH

#[M an(H c) � M irr ]

+ � [M an(H c) � M irr ]:

(2.37)

Explicit expression for M irr and dM irr =dH at the coercive point can be obtained in terms

of M an(H c), � max , and dM an(H c)=dH since it has already been postulated that

M = M rev + M irr ; (2.38)

and sinceM rev = c(M an � M irr ), it follows that

M = cMan + (1 � c)M irr ; (2.39)

and rearranging gives

M irr =
1

1 � c
(M � cMan): (2.40)

SinceM = 0 at the coercive point, (2.40) yields

M irr = �
c

1 � c
M an(H c); (2.41)

while di�erentiating (2.40) with respect to H and considering the values at the coercive point

12
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gives

dM irr (H c)

dH
=

1

1 � c
� max �

c

1 � c

dM an(H c)

dH
: (2.42)

Substituting these expressions into (2.37) gives the following equation for k

k =
M an(H c)

� max � c
dM an(H c)

dH

1 + �

1 � c
; (2.43)

which can be used to calculatek provided all of the other parameters are known.

Determination of a and �

The remanence pointM r is dependent on� and other parameters. If the other parametersa,

k and c are known, the remanence can be used to calculate� . However, in this case, it is not

possible to obtain an explicit expression for� .

Using the remanenceM r and the di�erential susceptibility at remanence � r , the parameter

a can be determined if the other parameters are already known.Starting from (2.27), with

� = � 1, H = 0 and M = M r ,

� r =
M an(M r ) � M irr

� k � � (M an(M r ) � M irr )
+ c

 
dM an(M r )

dH
�

dM irr

dH

!

(2.44)

and sinceM r = M rev + M irr and M rev = c(M an � M irr ), it can be shown that, at remanence

M irr =
M r � cMan(M r )

1 � c
(2.45)

and

dM irr

dH
=

1

1 � c

dM r

dH
�

c

1 � c

dM an(M r )

dH
: (2.46)

Substituting these results back into (2.44) gives

� r =
M an(M r ) � M r

� (1 � c)k � � (M an(M r ) � M r )
+

c

1 � c

 
dM an(M r )

dH
�

dM r

dH

!

(2.47)

This equation can be used to give an explicit expression forM r , which is

M r = M an(M r ) +
k

�

1 � c
+

1

� r � c
dM an(M r )

dH

: (2.48)

13
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Relationship between hysteresis parameters at the loop tip

Finally, in calculating � and a, it has been found useful to include some redundancy by incor-

porating the coordinates of the loop tip M m , Hm and the slope of the initial magnetization

curve at the loop tip � m .

We start again from (2.27) and consider the di�erential susceptibility along the initial mag-

netization curve at the loop tip with � = 1 . If the loop tip is su�ciently close to saturation, then

the di�erential susceptibility of the initial magnetizati on curve at the loop tip will approach

the di�erential susceptibility of the anhysteretic dM=dH � dM an=dH . This can be used as

an approximation to obtain an equation relating the hysteresis parameters. Using the general

result M irr = ( M � cMan)=(1 � c), it can easily be seen that the above approximation also

implies that dM irr =dH = d M=dH = d M an(Hm )=dH . In addition, M irr = M m under these

conditions.

Replacing M irr with M m leads to

� m =
M an(Hm ) � M m

k� � � [M an(Hm ) � M m ]
+ c

 
dM an(Hm )

dH
�

dM irr (Hm )

dH

!

: (2.49)

These approximations also allow the second term on the right-hand side of (2.49) to be elimi-

nated

� m =
M an(Hm ) � M m

k� � � [M an(Hm ) � M m ]
; (2.50)

and rearranging this leads to

M m = M an(Hm ) �
(1 � c)k� m

�� m + 1
: (2.51)

In principle, the incorporation of this equation in the parameter calculation algorithm is not

entirely necessary, but it has been found that numerical solutions show faster convergence when

this condition is included.

Procedure for calculating parameters

Since some of the equations needed for determining the parameters can only be expressed

implicitly in terms of these and other parameters, a numerical method has been devised for

calculating the values by using successive iteration. The reversible coe�cient c is obtained

directly from the initial slope of the normal magnetization curve using (2.32). The values of

a, � and k are then obtained by using (2.43), (2.48) and (2.51) successively in an iterative

procedure. A seed value of� is used and by means of (2.35) a �rst estimate ofa is found. Then

k is calculated from (2.43). Using the current values ofk, � and a are then calculated from

(2.48), and then using the current values of� and k, a is calculated from (2.51). The procedure

for calculating k, � and a is then repeated.

14
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2.2 Review of Electromagnetics

The problem of electromagnetic analysis on a macroscopic level is the problem of solving

Maxwell's equations subject to certain boundary conditions. Maxwell's equations are a set

of equations, written in di�erential or integral form, stat ing the relationships between the fun-

damental electromagnetic quantities. These quantities are the electric �eld intensity E , the

electric displacement or electric �ux density D , the magnetic �eld intensity H , the magnetic

�ux density B , the current density J and the electric charge density� .

The equations can be formulated in di�erential or integral form. The di�erential form is

presented here as it leads to di�erential equations that the�nite element method can handle.

For general time-varying �elds, Maxwell's equations can bewritten as

curl H = J +
@D

@t
; (2.52)

curl E = �
@B

@t
; (2.53)

div B = 0 ; (2.54)

div D = �: (2.55)

The �rst two equations are also referred to as the Maxwell-Ampere's law and the Faraday's

law, respectively. Equation three and four are two forms of the Gauss' law, the electric and

magnetic form, respectively [16].

Another fundamental equation is the equation of continuity, which can be written as

div J = �
@�

@t
: (2.56)

Of the �ve equations mentioned above, only four are independent. The �rst three combined

with either the electric form of the Gauss' law or the equation of continuity form such an

independent system.

2.2.1 Constitutive relations

To obtain a close system, the constitutive relations describing the macroscopic properties of the

medium, are included. They are given as

D = "0E + P ; (2.57)

B = � 0(H + M ); (2.58)

J = � E : (2.59)

Here "0 is the permittivity of vacuum, � 0 is the permeability of vacuum, and� is the electrical

conductivity.

The electric polarization vector P describes how the material is polarized when an electric
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�eld E is present. It can be interpreted as the volume density of electric dipole moments. P is

generally a function of E . Some materials can have a nonzeroP also when there is no electric

�eld present.

The magnetization vector M similarly describes how the material is magnetized when a

magnetic �eld H is present. It can be interpreted as the volume density of magnetic dipole

moments. M is generally a function ofH . Permanent magnets, for instance, have a nonzero

M also when there is no magnetic �eld present.

2.3 The �nite element method

The FEM is the most popular and �exible numerical technique to determine approximate

solution of partial di�erential equations in engineering. The fundamental idea of the FEM

is to divide the problem region to be analyzed into smaller �nite elements with given shape

(e.g. triangles in 2D or tetrahedra is 3D). The scalar potential functions can be approximated

by nodal shape functions, and vector potential functions can be approximated by either nodal or

vector shape functions. A shape function is a simple continuous polynomial function de�ned in

a �nite element. Applying �rst-order nodal and edge shape functions, the unknown potentials

can be associated with the nodes as well as edges of the �nite element mesh. In the case of

nodal �nite elements the unknowns are connected to the element vertices, nodes [17�21].

2.3.1 Nodal �nite element method

Fig. 2.2. Tetrahedral �nite elements: the reference (simplex) element and the real element

Approximation of a scalar function ' (r ; t) on a �rst order tetrahedral �nite element can be

formulated as

' (r ; t) �
4X

k=0

' k (t)Nk (r ); (2.60)

where Nk(r ) are scalar basis functions on the tetrahedral element and' k (t) are the scalar
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values at the corresponding vertices. The de�nition of the nodal basis function is that it is

equal to one at thekth node and zero at the other nodes

Nk (r ) =

(
1; at kth node,

0; at other nodes.
(2.61)

A point P within the tetrahedron (Fig. 2.2) subdivides the tetrahedron into four sub-tetrahedra

having the volumesV1, V2, V3 and V4. The physical nature of the volume coordinates can be

identi�ed as

Nk (r ) =
Vk

V
; (2.62)

whereV is the total volume of the tetrahedron (
P 4

k=1 Vk = V ). The volumes can be computed

as follows

V =
1

6

�
�
�
�
�
�
�
�
�
�

1 x1 y1 z1

1 x2 y2 z2

1 x3 y3 z3

1 x4 y4 z4

�
�
�
�
�
�
�
�
�
�

; V1 =
1

6

�
�
�
�
�
�
�
�
�
�

1 x y z

1 x2 y2 z2

1 x3 y3 z3

1 x4 y4 z4

�
�
�
�
�
�
�
�
�
�

; V2 =
1

6

�
�
�
�
�
�
�
�
�
�

1 x1 y1 z1

1 x y z

1 x3 y3 z3

1 x4 y4 z4

�
�
�
�
�
�
�
�
�
�

;

V3 =
1

6

�
�
�
�
�
�
�
�
�
�

1 x1 y1 z1

1 x2 y2 z2

1 x y z

1 x4 y4 z4

�
�
�
�
�
�
�
�
�
�

; V4 =
1

6

�
�
�
�
�
�
�
�
�
�

1 x1 y1 z1

1 x2 y2 z2

1 x3 y3 z3

1 x y z

�
�
�
�
�
�
�
�
�
�

;

(2.63)

where (x i ; yi ; zi ) are the Cartesian coordinates of the tetrahedral vertices and (x; y; z) are the

coordinates of the pointP inside of the tetrahedral �nite element. The correspondence between

the volume coordinates and the� -� -� coordinate system is

N1 = 1 � � � � � �;

N2 = �;

N3 = �;

N4 = �:

(2.64)

17



Péter Kis � PhD Theses 2006

The Jacobian matrix of the linear coordinate transformation is

J =

2

6
6
6
6
6
6
6
6
4

@x

@�

@y

@�

@z

@�
@x

@�

@y

@�

@z

@�
@x

@�

@y

@�

@z

@�

3

7
7
7
7
7
7
7
7
5

=

2

6
4

x2 � x1 y2 � y1 z2 � z1

x3 � x1 y3 � y1 z3 � z1

x4 � x1 y4 � y1 z4 � z1

3

7
5

(2.65)

The Jacobian determinant is correspondinglyjJj = 6V .

It is also possible to represent the vector functionsv (r ; t) = vx (r ; t)ex + vy(r ; t)ey +

vz(r ; t)ez by using nodal basis function approximation for each vectorcomponent separately

v (r ; t) �
4X

k=1

[vx;k (t)ex + vy;k (t)ey + vz;k (t)ez] Nk (r ); (2.66)

where vx;k (t), vy;k (t) and vz;k (t) are vector components at the element nodes. Several seri-

ous problems were identi�ed when the ordinary nodal based �nite elements were employed to

compute vector electric or magnetic �elds:

� lack of adequate gauge conditions for vector magnetostaticanalysis;

� satisfaction of the appropriate boundary conditions at material interfaces;

� di�culty in treating the conducting and dielectric edges an d corners due to �eld singu-

larities associated with these structures;

� occurrence of nonphysical or so-called spurious solutions, especially in waveguide and

scattering problems.

2.3.2 Edge �nite element method

A revolutionary approach has been developed to address the above problems. The approach

uses the so-called vector basis or vector �nite elements which assign degrees of freedom to the

edges rather that to the nodes of the �nite elements. For thisreason they are also callededge

�nite elements.

Vector �nite elements were for the �rst time described by Whi tney [22] as a family of

di�erential forms. Their usefulness and importance in electromagnetic �eld analysis has not

been realized until recently thanks to the work of Nedelec [23].

The edge basis functions over a tetrahedron are denoted byW i (r ), i = 1 ; : : : ; 6. A vector

function can be represented on a �nite element by the linear combination of the vector basis

functions

v (r ; t) �
6X

k=1

vk(t)W k (r ); (2.67)
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where vk (t) are the line integrals of the vector �eld on the kth edge.

The line integral of a vector basis function on the corresponding edge is equal to one and

the integral on the other edges are zeros

Z

k th edge

W i dl =

(
1; if k = i;

0; if k 6= i:
(2.68)

The vector basis functions can be de�ned by the nodal basis functions

W from,to = N from gradN to � N to gradN from ; (2.69)

where the "from" and "to" mean the node numbers of the starting and the ending points of the

edge vector, therefore the six linear vector basis functions can be formulated as

W 1 = N1gradN2 � N2gradN1;

W 2 = N1gradN3 � N3gradN1;

W 3 = N1gradN4 � N4gradN1;

W 4 = N2gradN3 � N3gradN2;

W 5 = N2gradN4 � N4gradN2;

W 6 = N3gradN4 � N4gradN3:

(2.70)

Vector basis functions have some important properties suchas:

� the tangential component of vector �eld W i is continuous across facets;

� div W i � 0, for 8i .

The edge �nite elements also exhibit several disadvantagessuch as:

� di�culty in prescription of source current values which sat isfy the solenoidal character

div J s = 0 exactly;

� discrete character of the magnetic �ux density distribution obtained using �rst order edge

�nite elements.
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Chapter 3

Improvement of the Jiles-Atherton

model

The Jiles-Atherton model equations are derived from the energy balance equation, which makes

clear the physical background of the model. Utilizing this approach, the rate-independent

model can be extended to a rate-dependent model with minimale�ort, due to the introduction

of energy balance equation. On the other hand model parameter �tting is discussed in this

chapter with the model scalar parameters determined to simulate the magnetization curve of

realistic ferromagnetic materials. I propose here a novel method to determine these model

parameters. I have developed a scalar hysteresis measurement method to obtain experimental

data to verify the Jiles-Atherton model.

3.1 Reformulation of the rate-independent Jiles-Atherton model

The starting point for Jiles and Atherton's theory is the "en ergy" function Wm =
R

M dBe,

whereBe is the e�ective magnetic �eld density Be = � 0(H + �M ). No explanation is provided

in the literature [3, 11, 12] for choosing the energy function de�ned above. The relationship

between the chosen energy function and the classical hysteresis loss
H

H dB is also unclear. The

clari�cation is of paramount importance for obvious reasons of validity of the theory but also for

providing further insights into extending the model to cover the phenomenon of magnetostric-

tion. According to my approach detailed below, this gap can be bridged by starting with W.

F. Brown's expression for the work done by a battery in charging the magnetization of a rigid

ferromagnetic body [24].

The equations below are expressed in scalar form although weknow that the variables are

vector quantities. We suppose these scalars are the absolute values of the real vector quantities

and all of the vectors point in the same direction [25,26]. The relationship between the magnetic

�eld intensity H and the magnetic �eld density B is represented by the scalar JAM which is

detailed in the further sections. The energy balance equation declares, that the externally

supplied battery energy density �W bat covers the inner magnetic state of the ferromagnetic

20



Péter Kis � PhD Theses 2006

material �W mag and dissipating as a hysteresis loss density�L mag

�W bat = �W mag + �L mag: (3.1)

The battery energy density can be expressed as

�W bat =
I

H dB; (3.2)

where the integral is calculated over one cycle. Substituting the relationship B = � 0(H + M )

in the above integral we have

�W bat =
I

H dB

=
I

� 0H d(H + M )

= �
I

� 0M dH;

(3.3)

because
H

� 0H dH = 0 and

I
H dM +

I
M dH = 0 ; (3.4)

as the �gures (Fig. 3.1 � Fig. 3.6) below explain. The integrals in (3.4) are evaluated separately.

First,
H

H dM is considered in Figs. 3.1, 3.2 and 3.3. The integrals on the ascending (dM > 0)

and the descending (dM < 0) parts of the hysteresis loop are plotted in di�erent �gures and the

positive and negative areas are denoted by+
 and -
 signs. The result of the
H

H dM expression

is the area of the hysteresis loop with positive sign, as it was expected. Now consider the integral
H

M dH , which is also integrated along the descending and the ascending branches separetely

as it can be seen in the Figs. 3.4, 3.5 and 3.6. The result of theintegral is also the area of

the hysteresis loop, but with negative sign. Therefore the relationship (3.4) is valid. The above

form of �W bat is almost suitable, but some remarks are desired before I continue derivation. The

average magnetic moment per unit volumeM is decomposed into an irreversible componentM irr

and a reversible componentM rev [27]. M rev is related to the anhysteretic or ideal magnetization

by the following expressions

M = M rev + M irr ;

M rev = c(M an � M irr );
(3.5)

whereM an is the anhysteretic curve, which is the average of the descending and ascending parts

of the major hysteresis loop. The choice of the functionM an depends on the hysteresis type

(e.g. pinning type characteristics). Usually analytical models provide this function e.g. Frölich
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function. The Langevin theory also proposes an anhysteretic curve, which has the form

M an(He) = M sL

 
He

a

!

= M s

 

coth
He

a
�

a

He

!

;

(3.6)

whereL () denotes the Langevin function,He is the e�ective �eld (2.13) according to the Weiss-

theory [2,13], � is a parameter representing the interaction between the magnetic domains and

M s is the maximum value of the magnetization called saturationmagnetization.

The �nal form of �W bat can be obtained by substituting (3.5) into (3.3)

�W bat = �
I

� 0(M rev + M irr )dH: (3.7)

Since the above equation is valid only if the orbits ofM (t) and H (t) are periodic in the M -H

plane, therefore the integral ofM rev vanishes [25]. The relationship of the externally supplied

battery energy density has the form

�W bat = �
I

� 0M irr dH: (3.8)
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The energy representing the internal magnetic state�W mag can be derived from (3.8) in the

ideal case

�W mag = �W bat j ideal = �
I

� 0M andH: (3.9)

The hysteresis loss�L mag is proportional to a scalar parameter k, which is linked with the

hysteresis loss and it can be determined from experimental curves [9].

�L mag =
I

� 0k� dM irr ; (3.10)

where � is de�ned as � = sign(dH=dt) [28].

Now we can substitute the (3.8), (3.9) and (3.10) into the energy balance (3.1) resulting the

following relationship:

I
� 0

 

M irr � M an + k�
dM irr

dH

!

dH = 0 : (3.11)

I have proposed the hypothesis that the following equation is valid when we go from any point

P1 on the periodic orbit to another point P2 on the periodic orbit

P2Z

P1

� 0

 

M irr � M an + k�
dM irr

dH

!

dH = 0 : (3.12)

The above equation holds only on the periodic orbit. Therefore on the periodic orbit, the

integrand must be equal to zero

M irr � M an + k�
dM irr

dH
= 0 : (3.13)

Therefore the di�erential equation of the rate-independent scalar JAM has the form

dM irr

dH
=

M an � M irr

k�
; (3.14)

where from the M irr can be determined and the total magnetizationM can be calculated by

using (3.5) and a new di�erential equation can be derived with respect to the total magnetization

M � instead of the irreversible part M irr , which can be formed as follows

dM

dH
= (1 � c)

dM irr

dH
+ c

dM an

dH
: (3.15)

Jiles and Atherton made the assumption [11] that if the actual magnetization is less than the

anhysteretic value and the magnetic �eld intensity H is lowered, then until the value of M

becomes equal to the anhysteretic valueM an, the change in magnetization is reversible. That
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Fig. 3.7. Magnetization curves of an ideal and ferromagnetic material

is,

dM irr

dH
= 0 ; if

(
dH=dt < 0 and M an � M > 0;

dH=dt > 0 and M an � M < 0:
(3.16)

The motivation for the assumptions is mathematical. Without (3.16), the incremental suscep-

tibility at the reversal points dM=dH can become negative. This can be checked by numerical

simulations. Experimental observations suggest that the quasi-static incremental susceptibility

is a non-negative quantity.

Taking into account (3.16), I have introduced the parameter� M as follows [25,29�33]

� M =

8
><

>:

0; if dH=dt < 0 and M an � M > 0;

0; if dH=dt > 0 and M an � M < 0;

1; otherwise.

(3.17)

for handling non-physical solutions of (3.15). It is shown in Fig. 3.7. For this reason (3.15) has

to be modi�ed as appropriate

dM

dH
= (1 � c)� M

dM irr

dH
+ c

dM an

dH
; (3.18)
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which has an other more useful form,

dM

dH
=

� M

k�
(M an � M ) + c

dM an

dH
: (3.19)

3.2 Reformulation of the rate-dependent Jiles-Atherton mo del

The e�ects of classical eddy current losses can be used to extend the rate-independent JAM

to account for the frequency dependence of hysteresis in electrically conductive media. In

this section I deal with the extension of the classical hysteresis model to include both the eddy

current losses and anomalous or excess losses. The instantaneous power loss due to eddy currents

then consists of two terms, one of which depends on(dB=dt)2 and the other one onjdB=dtj1:5.

The �rst term is the classical power loss and the second term according to Bertotti [34], is the

excess power loss. It is shown how these terms are incorporated into a time dependent hysteresis

model [10]. I take into account the eddy current and the anomalous losses as an extension of

(3.1) [31,35]

�W bat = �W mag + �L mag| {z }
�L (hyst)

+ �L (dyn) ; (3.20)

�L (hyst) is proportional to the area of the quasi-static hysteresis loop. The physical reason for

such a decomposition is that�L (hyst) originates from discontinuous character of the magnetiza-

tion process at microscopic scale, whereas�L (dyn) is associated with the macroscopic large-scale

behavior of the magnetic domain structure. A proper statistical treatment of the loss problem

shows that (3.20) is naturally obtained whenever the characteristic time scales of these two

processes do not overlap.

Beside the dynamic losses�L (dyn) in (3.20) two di�erent kinds of losses can be distinguished.

One is coming from the classical eddy current loss�L EC , which can be computed form the

Maxwell' equations. On the other hand, as a consequence of domain e�ects the dynamic loss

is generally found to be larger than the classical eddy current loss �L (dyn) > �L EC [8]. The

di�erence between them, called excess or anomalous loss, isdenoted by �L A . By substituting

the eddy current and anomalous loss terms into the (3.20) theenergy balance equation has the

form

�W bat = �W mag + �L mag| {z }
�L (hyst)

+ �L EC + �L A| {z }
�L (dyn)

; (3.21)

where�L EC the eddy current loss density and�L A the energy loss per unit volume for the domain

wall motion (anomalous/excess loss). The classical eddy current loss is obtained by solving the

Maxwell equation curl E = � dB =dt for a given geometry, assuming that the magnetic �eld

penetrates uniformly throughout the material.

In the frequency domain, loss separation is widely used withproblems involving magnetic

laminations. Loss separation breaks the total core loss into static hysteresis loss�L (hyst) , clas-
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sical eddy current loss�L EC , and anomalous loss�L A as the equations (3.20), (3.21) above

show [34]

P=f = k0 + kEC f + kA

p
f ; (3.22)

where f is the frequency andP is the input power. The eddy current loss and the anomalous

loss can be expressed from the time domain form of (3.22)

d�L EC

dt
= kEC

 
dB

dt

! 2

; (3.23)

and

d�L A

dt
= kA

�
�
�
�
�

dB

dt

�
�
�
�
�

1:5

: (3.24)

Reformulation of expressions (3.23) and (3.24) is requiredto obtain a di�erential equation for

the magnetization similar to (3.18).

The eddy current loss density can be derived by time integration of (3.23)

�L EC =
I

kEC

 
dB

dt

! 2

dt

=
I

kEC � 2
0

 
dH

dt
+

dM

dt

! 2

dt

=
I

kEC � 2
0

 
dM

dt

! 2  

1 +
dH

dM

! 2

dt

=
I

kEC � 2
0

 
dM

dt

! 2  

1 +
1

� d

! 2

| {z }
! 1

dt

�
I

kEC � 2
0

dM irr

dt
dM irr :

(3.25)

The relationship B = � 0(H + M ) has been used to obtain the second row of (3.25). The

de�nition of di�erential susceptibility � d is � d= dM/ dH. In the case of ferromagnetic material

� d is always much larger than unity, therefore the termj1 + 1=� dj2 can be neglected because it

tends to one as well. The loop integral of the reversible termof the magnetization is also equal

to zero as it has already been explained on page 22.
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The excess loss density can be derived by time integration of(3.24).

�L A =
I

kA

�
�
�
�
�

dB

dt

�
�
�
�
�

1:5

dt

=
I

kA

�
�
�
�
�

dB

dt

�
�
�
�
�

vu
u
t

�
�
�
�
�

dB

dt

�
�
�
�
�
dt

=
I

kA � 0
p

� 0

�
�
�
�
�
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�
�
�
�

vu
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�
�
�
�
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�
�
�
�
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I

kA � 0
p
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�
�
�
�
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�
�
�
�
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�
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�
I

kA � 0
p

� 0
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u
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�
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dM irr

dt

�
�
�
�
�
jdM irr j;

(3.26)

the term j1 + 1=� dj1:5 in (3.26) tends to one as explained above. If a ferromagnetichysteresis

is considered, then this condition is always satis�ed (Fig.3.8).
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Fig. 3.8. The � d tends to one if the relative permeability is much higher than one

Substituting the energy terms (3.8), (3.9), (3.10), (3.25)and (3.26) into the energy balance
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equation (3.21) the following relationship is established

I
� 0

0

B
@M irr � M an + k�

dM irr

dH
+ � 0kEC

dM irr

dt

dM irr

dH
+ kA

p
� 0

dM irr

dH

vu
u
t

�
�
�
�
�

dM irr

dt

�
�
�
�
�

1

C
A dH = 0 : (3.27)

Assuming that the magnetic �eld intensity varies periodically, the di�erential equation of the

rate dependent Jiles-Atherton model of hysteresis with respect to dM irr =dH has the form

dM irr

dH
=

M an � M irr

k� + � 0kEC
dM irr

dt
+ kA

p
� 0

vu
u
t

�
�
�
�
�

dM irr

dt

�
�
�
�
�

: (3.28)

Two new terms have been added to (3.14) which are responsiblefor representing the eddy current

and anomalous losses respectively. Furthermore two new parameters have been introduced to

the Jiles-Atherton model, kEC and kA , which depend on the material parameters (e.g. electrical

conductivity) and the geometrical shape and dimensions of the conductive magnetic material.

However, we can ignore them as the identi�cation procedure developed (see in section 3.5 on

page 35) requires noa priori knowledge to determine these parameters. They are determined

automatically based on simple measurements.

The condition (3.16) must be ful�lled for (3.28) too, because of the same reasons as in

the case of the rate independent model. Consequently, it is still necessary to introduce the

parameter � M . The magnetic susceptibility can be derived from (3.28) using

dM

dH
= (1 � c)� M

dM irr

dH
+ c

dM an

dH
: (3.29)

3.3 Inverse Jiles-Atherton model

Both the rate-dependent and the rate independent hysteresismodels described above are based

on the magnetic �eld intensity H as an independent variable. However, when working with

the magnetic vector potential formulation, the magnetic induction vector B is directly obtained

and a hysteresis model based onB could be obtained directly as in Fig. 3.9. In this section I

have introduced a method to obtain the inverse Jiles-Atherton model.

H - H fg - M; B M; B - H � 1 fg - H

Fig. 3.9. Hysteresis models withH and B input

Both H based rate-dependent and rate-independent models can be transformed toB based
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models in same way. The magnetic �eld intensity the output ofthe inverse model is determined

from the direct model by using the regula falsi method[36]. The procedure of the inverse JAM

is as follows:

1. The interval within the input B is determined by stepping� H starting from the previous

value of magnetic �eld intensity Hprev

2. The new value of magnetic �eld intensity is calculated by

Hnew = H left +
H right � H left

B right � B left
(B input � B left ); (3.30)

where the coordinates of left and right points of the interval are (H left ; B left ) and (H right ; B right ).

3. The new value of magnetic �ux density is computed by the direct model

Bnew = H f Hnewg: (3.31)

4. The left point of interval is moved to the coordinates

(Hnew; Bnew) if � (B input � Bnew) > 0 or the right point of interval is moved to the coordi-

nates (Hnew; Bnew) if � (B input � Bnew) < 0. So the interval become smaller and smaller

in each iteration step.

5. The process is continued from 2) until the di�erence between B input and Bnew becomes

su�ciently small. Than Hnew is the output of the inverse model.

Naturally (3.29) can be derived for obtaining dM=dB directly and the above described regula

�asi method can be eliminated, but due to numerical reasons the regula falsi method is faster

despite of the required iteration procedure.

3.4 Hysteresis measurement in LabVIEW

environment

This section deals with computer aided automated magnetic scalar hysteresis measurement of

a speci�c ferromagnetic toroidal shape specimen. The measurement has been developed in

LabVIEW environment using a National Instrument Data Acqui sition Card. The measurement

technique of symmetric minor loops and �rst order reversal curves are presented in this section.

It is necessary to measure the magnetic hysteresis curves offerromagnetic materials to describe

the material from a magnetic point of view. The measured scalar hysteresis characteristics

taking into account the nonlinearity of the material can be used in further simulations in

numerical �eld computations [37�40].

A procedure of automated computer aided ferromagnetic hysteresis measurement is pre-

sented in this section. Within the frame of the measurement exercise, the computer is tasked

with the management of all phases of the measurement process, e.g. controlling data acquisi-

tion cards, saving measured data to �le and post processing of experimental data. The voltage

of the measuring coil and the current of the excitation coil are measured and the magnetic

�eld intensity H and the magnetic �ux density B are calculated according to Ampere's and
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Fig. 3.10. The Kikusui
PBX2020 power supply

Fig. 3.11. PCI-6052e data ac-
quisition cards

Fig. 3.12. BNC-2090 patch
panel

Faraday's laws. The main advantage of digital measurement consists in measurement driving

and post processing, as digitalized data can easily be manipulated. The scanning rate must be

chosen carefully as the down-sampling analog signals are inaccurate. At the same time, in case

of over-sampling the size of data �les can become unnecessarily large.

The hysteresis curves, minor loops and reversal curves describe the magnetic properties of

ferromagnetic materials. My examination focuses on a certain type of scalar hysteresis mea-

surement of toroidal shape ferromagnetic steel. The measurement requires two coils (excitation

and measurement) on the material under examination. A magnetic measurement system has

been set up in our Magnetic Lab. The components of the measurement include a personal com-

puter with measuring cards (Fig. 3.11), software and power supply (Fig. 3.10) the automated

magnetic hysteresis measurement is controlled by a personal computer. The excitation signal

can be generated by means of the computer and the required signals can also be measured. The

applied KIKUSUI PBX 2020 bipolar power supply can amplify analog input signal ensuing the

required power for excitation. The current of the primary coil is generated by the power supply

in current controlled operation. The data acquisition and the generation of excitation current

can be performed simultaneously, but some common problems may arise during the magnetic

hysteresis measurement in the digital signal processing part e.g. the issue of correct sampling

rate, noise and so on [41,42].

The measuring arrangement of magnetic hysteresis can be seen in Fig. 3.13. The ferromag-

netic material under investigation has a toroidal shape. The magnetic �eld inside the toroid

(outer/inner diameters are 60/40 mm, height is 16 mm) is approximately uniform with the

scalar value ofH . The magnetization M can be considered as a scalar valued quantity and it

is parallel to H .

The primary coil is controlled by the current of the Kikusui p ower supply. The secondary

coil is used for measuring the induced voltage at the open circuit pick-up coil. The amplitude

of excitation current can be measured as a voltage on the resistanceR. The value of resistance

R is regarded to be constant, which is independent of the ambient temperature and the voltage.

The computer communicates with the measuring environment through NI-DAQ BNC -

2090 panel (Fig. 3.12), which is wired directly to the DAQ cards. PBX 2020 power supply

is applied to generate the excitation for the magnetic specimen. This device can generate 20

V and 20 A bipolar signals with arbitrary signal-shapes. It can be controlled by voltage (CV

mode) or current (CC mode) depending on the task. In the case of magnetic hysteresis loop
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Computer

Power
Supply

KIKUSUI
PBX-2020

NI-DAQ
BNC-2090

R

AI AO

Ferromagnetic
material

Analog control signal

Current

Vo
lta

ge

Excitation
coil

Pick up
coil

u(t)Ri(t)

Fig. 3.13. The arrangement of the automated
computer aided magnetic hysteresis arrangement

Fig. 3.14. Measured symmetrical minor loops
on C19 structural steel at 1 Hz

measurement the CC mode has been applied, because the current is proportional to the magnetic

�eld intensity. The excitation signal is generated by LabVIEW. The LabVIEW generates analog

output on DAQ (Data AcQuisition) card through the card-driv er.

DAQ measuring card is connected to the patch panel, which contains 16 analog input and

2 analog output channels. There are some digital channels aswell, but these are not important

here, because only the analog channels have been used for this measurement. One analog output

channel controls the power supply and two analog input channels are used for measuring voltage

and current of the coils. Measured symmetrical minor loops can be seen in Fig. 3.14. The

characteristics were measured on C19 structural steel at 1 Hz.

The controlling of the measurement and the post-processingof measured data are carried

out in LabVIEW environment. Magnetic �ux density and magnet ic �eld intensity are calculated

from measured data during the post-processing phase with the following relationships

H (t) =
Ne � i (t)

l
; (3.32)

B (t) = B0 +
1

A � Nm

tZ

0

u(� )d�; (3.33)

where l is the equivalent magnetic length of the toroidal shaped material, Ne and Nm are the

number of turns of the excitation and the measuring coils respectively, i (t) is the excitation

current, B0 = B (t = 0) is integration constant, A is the cross-section of the material andu(t)

is the voltage of the measuring coil.

The graphical user interface (GUI) of a magnetic hysteresismeasurement software can be

seen in Fig. 3.15. There are �ve plots in the �gure. Four plots can be seen on the left.

In this group, the calculated magnetic �ux density (3.33) can be seen at the top left. The

calculated magnetic �eld intensity (3.32) is plotted at the left bottom. All of the measured

signals displayed at top right and the measured induced voltage can be observed after the noise

compensation at bottom right. Finally the �fth plot shows th e measured hysteresis. The most
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Fig. 3.15. The graphical user interface of LabVIEW measurement software

important input parameters can be manipulated through the graphical user interface. These

parameters are the amplitude and frequency of excitation, the scanning and sampling rates, the

parameters of demagnetization process and reversal curves.

The most important part of the LabVIEW realization is the gen eration of excitation signals

and the acquisition of measured signals. The LabVIEW programming means no command line

programming. The software programming is based on virtual instruments (VI). The VIs can be

placed and wired together depending on the task. The block scheme of the analog input ports

can be seen in Fig. 3.16, which is responsible for data acquisition. Four VIs can be found in

the analog input program Fig. 3.16. Data acquisition can be started (AI Start VI) after port

con�guration (AI Con�g VI). The "AI Read" is placed in a while loop and collects data from

the ports as long as the loop is running. The acquisition is stopped as soon as an error occurs

or the user clicks the stop button on the interface. AI Clear VI clears port con�guration and

the measurement stops. The block scheme of the analog outputport generating excitation can

be observed in Fig. 3.17. The operation of the port writing isvery similar to the port reading

detailed above.
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Fig. 3.16. Realization of analog input reading
from analog ports in LabVIEW

Fig. 3.17. Realization of analog output writing
to analog ports in LabVIEW

Fig. 3.18. The measured �rst order reversal curves atf = 0 :2 Hz, n = 20

3.4.1 Measurement of �rst order reversal curves

The �rst order reversal curves can also be measured by applying a special excitation signal shape.

This type of curves is needed for the identi�cation of some hysteresis models e.g. Preisach model.

The required �rst order reversal curves can be obtained withthe input function

H (t) = H s

"
� � 1

2
+

� + 1

2
sin(!t + �= 2)

#

; (3.34)

where H s is the magnetic �eld intensity in saturation state, ! is the frequency of excitation,

� = k=n and k 2 [� n; n] is an integer, and n denotes the number of reversal curves [13, 43].

Measurement results can be observed in Fig. 3.18. The measurement was performed at 1 Hz

excitation frequency andn = 20 reversal curves are plotted [37].

3.4.2 Sinusoidal B

As it was mentioned before our hysteresis measurement was driven by sinusoidal current, it

means that the resulted magnetic �eld intensity H is sinusoidal. However there are some

disadvantages of this con�guration, namely that measured points are not distributed uniformly
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Fig. 3.19. Measured hysteresis loop with sinu-
soidal H . Non-equidistant points

Fig. 3.20. Measured hysteresis loop with sinu-
soidal B . The points are distributed more evenly

like in the case of sinusoidalH

H(t)

Measured
(t)B

Sinusoidal reference
signalBref

-

Calculating
Correction

DB B B= - ref

DH

Fig. 3.21. Block scheme of nonlinear iteration for achiving sinusoidal B

along the hysteresis loop (Fig. 3.19). This means that a lot of points are located at the

saturation part of the curve and few points are at the high slope part of the characteristics.

This problem arises in hysteresis model identi�cation. IfB is sinusoidal, the distribution of the

points becomes favorable (Fig. 3.20). The sinusoidal shapeof magnetic �ux density can be

generated by modifying the signal shape of the excitation current. A nonlinear iteration method

has been applied in the measurement, which modi�es the excitation trough a feedback. The

block scheme of the measurement can be seen in Fig. 3.21. The iteration starts with sinusoidal

excitation and the di�erences between the prescribed reference sinusoidal signalB ref and the

measured quantities are calculated (� B = B � B ref), according to the di�erence � B the signal

shape of excitation is modi�ed in each time step. The iteration stops when the maximum value

of � B is small enough. The convergence of the method can be declared fast, approx. 10 cycles

are needed for reaching less then 1% maximal di�erence between the sinusoidal reference signal

B ref and the measured one [41].
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Fig. 3.22. The graphical user interface for parameter identi�cation of the JAM

3.5 Parameter identi�cation of the Jiles-Atherton model

The parameters of JAM are determined by nonlinear least square method. The block scheme

of the parameter identi�cation can be seen in Fig. 3.23. The measured experimental data

and initial parameters x0 = [ M s0; � 0; a0; c0; k0; kEC0 ; kA0 ] are given. The JAM generates a

hysteresis curve based on the initial parameters. The experimental and modeled hysteresis is

compared by a criterion function, which calculates the error. The nonlinear least square method

modi�es the input parameters of the JAM depending on the error. The cycle is running until

the error becomes small enough. The convergence speed of thealgorithm depends on the initial

parameters. In general, the method requires approximately50 steps for identifying the model

parameters.

I have developed a method to facilitate the parameter identi�cation procedure of JAM. The

experimental data can be read from a �le into the program as itcan be seen at the right hand

side in Fig. 3.22. The program immediately plots the measured curve in the �gure entitled

"Measured Data". After the initial parameter guessing, at the left hand side, parameter �tting

can be started by pushing the "Run" button. Both the simulated and the experimental curves

are plotted in the �gure entitled "Approximated curve" and t he di�erence between them is

also plotted in the "Error" �gure. The program is able to iden tify the parameters of both the
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Fig. 3.23. The block scheme of the JAM parameter identi�cation

rate-independent and the rate-dependent JAM.

3.5.1 Initial test

The parameter identi�cation program is veri�ed by a JAM gene rated hysteresis loop. Known

parameters are used in this test shown in Table 3.1 as the �rstcolumn, then they are considered

as measured data to be �tted by the identi�cation program. Th e initial values can be seen in

the second column of Table 3.1. The third column contains theresult of the identi�cation. The

Figs. 3.24 and 3.25 shows the result of the initial test checking the e�ciency of the parameter

identi�cation program.

Table 3.1. Initial test of the JAM parameter identi�cation
Original parameters Initial paramaters Fitted parameters

M s 1:5 � 106 2:1 � 106 1:51� 106

a 10� 6 1:5 � 10� 6 1:01� 10� 6

� 1500 2000 1531:44
c 0:1 0:5 0:09688
k 1000 1200 989:26
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Fig. 3.24. Fitting to the self generated hystere-
sis loop
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Fig. 3.25. Error of the self-�tting

3.5.2 Fitting to measured curves at 0.2 Hz

The program was used to extract �tted parameters from a measured hysteresis curve obtained

form measurements of C19 structural steel ring core (outer/inner diameters are 60/40 mm, and

the height is 16 mm). The applied measurements system consists of a PC with data acquisition

A/D and D/A cards [37]. The measurements can be regarded as DCmeasurements at this

frequency. The e�ect of eddy currents and other additional losses can be neglected. The Figs.

3.26 and 3.27 show the result of the parameter �tting, 'o' denotes some measured points and

the simulated hysteresis curves are plotted by solid lines.The following parameters are resulted

M s = 1 :33 � 106, � = 4 :7 � 10� 4, a = 326:01, c = 0 :00565, k = 468:985. The relative error can

also be observed in Figs. 3.28 and 3.29. The relative error isless then 10% everywhere it means

the simulated and measured curves are good agreement.
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Fig. 3.26. Result of parameter identi�cation of
quasi static J-A model at 0.2 Hz. Fitted curve
is plotted solid line, and some points of the mea-

sured curve with 'o'.
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Fig. 3.27. Result of parameter identi�cation of
quasi static J-A model at 0.2 Hz on a symmetrical
minor loop. Fitted curve is plotted solid line, and

some points of the measured curve with 'o'.

3.5.3 Fitting to measured curves at 1Hz

The measurement is performed on same material as before. Only the excitation frequency is

di�erent, 1 Hz. This measurement results can be modeled withthe rate-independent JAM. The
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Fig. 3.28. Relative error between the simulated
and measured hysteresis loops
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Fig. 3.29. Relative error between the simulated
and measured hysteresis loops

same material is measured therefore the same model parameters has been applied like before.

The results can be seen in Figs. 3.30, 3.31, 3.32 and 3.33.

Fig. 3.30. Result of parameter identi�cation of
quasi static J-A model at 1 Hz. The �tted curve
is represented by solid line, and some points of

the measured curve with 'o'.

Fig. 3.31. Result of parameter identi�cation of
quasi static J-A model at 1 Hz on a symmetrical
minor loop. Fitted curve is plotted solid line, and

some points of the measured curve with 'o'.

Fig. 3.32. Relative error between the simulated
and measured hysteresis loops

Fig. 3.33. Relative error between the simulated
and measured hysteresis loops
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3.5.4 Fitting to measured curves at 5 Hz

The cross-section area of the measured ring is relatively large and not laminated, therefore the

eddy current plays a major role at this frequency. In this case the experimental curve can not

be modeled by the rate-independent JAM as it can be observed in Fig. 3.34. The extended

JAM (see in section 3.2) must be introduced taking into account the e�ect of eddy currents

and the domain wall motion. The extended model has been identi�ed in the same way as the

classical one. The resulting additional parameter values are kEC = 1 :8 � 10� 6 and kA = 0 :01

and the rate-dependent JAM curve can be seen in Fig. 3.35. Thetop and the bottom of the

curve is not �tted exactly because of the� M parameter, but simulation without this parameter

leads to a nonphysical solution. That is the slope of the hysteresis curve at the peaks becomes

negative so it is not recommended to use. For instance, usingthe model with negative slope may

lead to numerical instability in �eld computation dependin g on the applied numerical iteration

technique. The approximation with the extended model (Fig. 3.35.) is much better than the

quasi static approach (Fig. 3.34) but the accuracy of the �tting is worse than in the case of

lower frequency simulations (Figs. 3.26-3.33).
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Fig. 3.34. Simulation of the measured hystere-
sis at 5Hz with quasi static J-A model
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Fig. 3.35. Simulation of the measured hystere-
sis at 5Hz with extended J-A model
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3.6 Thesis 1

I have extended the JAM of hysteresis to avoid the non-physical solutions and to represent the

rate-dependent variation of the response with the input forthe direct H-B and for the inverse

B-H characteristics as well.

a) I have developed an engineering approach based on an energy balance equation for

obtaining the di�erential equation of the rate-independent Jiles-Atherton model. I have

introduced a parameter � M to avoid the non-physical solution (negative slope) of the

model di�erential equation. I have validated the developedrate-independent model by

experiments.

b) I have extended the energy balance equation of the rate-independent Jiles-Atheron model

by two additional energy (eddy current and anomalous loss) terms to take into account

the time variation of excitation magnetic �eld. I have valid ated the developed rate-

dependent model by experiments.

c) I have built a magnetic measurement system for measuring magnetic hysteresis in Lab-

VIEW environment. I have proposed measurement method for measuring hysteresis

loops, minor loops, �rst order reversal curves and I have worked out an under-relaxation

method to obtain sinusoidal waveform inB .

d) I have worked out a procedure for parameter identi�cation of both the rate-dependent

and rate independent Jiles-Atherton model of hysteresis based on the nonlinear least

square method.
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Chapter 4

Hysteresis operator in higher order

edge elements

A method for the inclusion of the hysteresis operator into the electromagnetic �eld equations

is presented in this chapter. The electromagnetic (EM) �eld equations are discretized by �nite

element method (FEM). After the discretization, a nonlinear system of equations is obtained,

where both the sti�ness matrix and the left-hand-side (LHS) vector depend on the permeability

(or reluctivity), which is a nonlinear function of the magnetic �eld intensity (or the magnetic �ux

density) due to the hysteresis. This is called material nonlinearity. The material nonlinearity

can be handled by many nonlinear iteration methods. The Newton method is one of the most

famous one due to its fast convergence speed, just a few iteration steps are required to reach the

correct solution. In the case of FEM, the Newton method has several drawbacks. Namely the

sti�ness matrix must be reassembled in each iteration steps, which is a time consuming task.

Instead of the Newton method I apply a di�erent method to solve the nonlinear problem. The

polarization or �xed-point (FP) method is discussed. The polarization method determines a

permeability � FP (or reluctivity � FP ) similar to the bias point in nonlinear circuit theory and

these values are constant for all of the iterations. The constant permeability (or reluctivity)

allows to assemble the sti�ness matrix once and for all and only the LHS excitation vector is

varied during the iteration process. So, reassembling can be avoided by using the polarization

method. However the convergence speed of the method is very far from the Newton method

as the contraction factor of the iteration is very close to one. Therefore some technique is

required to speed up the convergence. Several methods can befound in the literature [31,44,45],

but I propose a di�erent one, which is more e�cient than the pr evious ones making the �eld

computation procedure faster.

4.1 Formalisms

In this section formalisms are introduced with the help of the weighted residual method for

magnetostatic and eddy current �elds. The relationship between the magnetic �eld intensity

and the magnetic �ux density is represented by by the operators H fg and H � 1 fg . The

polarization method for handling the nonlinearity of theseoperators are introduced in section

4.2.
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4.1.1 Magnetostatics with magnetic vector potential

In magnetostatic case the quantities of magnetic �eld (H , B , J e) are constant in time (@=@t=

0) and the magnetic �eld is generated by currents (J e) and permanent magnets.

Let 
 be a domain and@
 its boundary (Fig. 4.1). The boundary @
 is divided into two

distinct parts � B and � H (@
 = � B + � H ). Surface currentsn � H = K can be prescribed on

� H and the normal component the magnetic �ux density n � B = � b can be prescribed on� B .

The Maxwell's equations for magnetostatics in the region
 have the form

curl H = J e; in 


div B = 0 ; in 


H = H � 1 f B g; in 


n � B = � b; on � B

n � H = K ; on � H

(4.1)

where the equation in the third row is the constitutive equations of the magnetic �eld and J e

is the current density generated by the external DC solenoidal currents. The operator H � 1 fg

represents the linear, nonlinear or hysteretic relationship between the magnetic �eld intensity

H and the magnetic �ux density B . The boundary conditions can be prescribed in the last

two rows, whereK denotes surface current.

Ferromagnetic
material

W

GB

GH n

n H K´ =
nB = -b

¶ = G + GB HW

m

Je

Fig. 4.1. Magnetostatic problem

Substituting the constitutive relationship into the �rst e quation of (4.1) the following equa-

tion is resulted

curl H � 1 f B g = J e: (4.2)

By introducing the magnetic vector potential B = curl A the relationship above has the form

curl H � 1 f curl A g = J e: (4.3)
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The equation above can be represented by the weighted residual

Z




~A curl H � 1 f curl A gd
 =
Z




~A � J ed
 ; (4.4)

where ~A is a weighting function in 
 . If A � = A + grad � is substituted into (4.4), where � is

a scalar function, then same equation is obtained sincecurl grad � � 0. Therefore the solution

of (4.4) is not unique, but the magnetic �ux density is always unique B = curl A = curl A � .

The resulting linear system of equations after the discretization and linearization of (4.4) is

singular, becausediv A is not �xed. Despite of the singularity of the system it can be solved

by Krylov subspacesolvers (e.g. CG, BiCG) if the system is consistent [46,47].

On the other hand, the Coulomb gaugediv A = 0 can be ensured by theLagrange multiplier

method [36] as

Z




~A � curl H � 1 f curl A gd
 +
Z




� div ~A d
 =
Z




~A � J ed
 ;

Z




~� div A d
 = 0 ;
(4.5)

where the Lagrange multipliers and its weighting functionsare denoted by� and ~� . Using the

mathematical identities

div
�

~A � H � 1 f curl A g
�

= H � 1 f curl A g � curl ~A � ~A � curl H � 1 f curl A g;

div
�

� ~A
�

= ~A grad� + � div ~A ;
(4.6)

the weak form of (4.5) can be written as

Z




H � 1 f curl A g � curl ~A d
 �
I

@
=� B +� H

~A � H � 1 f curl A g � n d�

�
Z




~A � grad � d
 +
I

@
=� B +� H

� ~An d� =
Z




~A � J ed
 ;

�
Z




grad ~� � A d
 +
I

@
=� B +� H

A � ~� n d� = 0 :

(4.7)

Usually the integrals on the boundaries can be neglected. The boundary conditions in (4.1) can

be ful�lled by

Z

� B

~b� (n � B + b)d� = 0 !
Z

� B

~b� (n � curl A + b)d� = 0 ;

Z

� H

~H � (n � H � K )d� = 0 !
Z

� H

~H � (n � H � 1 f curl A g � K )d� = 0 ;
(4.8)

where~b and ~H are scalar and vector weighting functions on� B and � H respectively.
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4.1.2 Eddy currents with magnetic vector and electric scala r potentials

In case of eddy currents the quantities of electromagnetic �eld (E , H , B , J e) vary in time

(@=@t6= 0), but the displacement current @D =@tis neglected.

Let 
 be a domain and@
 its boundary. Boundary conditions can be prescribed for the

magnetic �eld and the electric �elds separately. The boundary for the magnetic �eld ( @
 =

� B + � H ) is drawn by blue in Fig. 4.2 and the boundary for the electric�eld ( @
 = � V + � J )

is drawn by red. The electric scalar potential (introduced later) can be prescribed on� V ,

where the tangential component of electric �eld intensity is prescribed as zero. The Maxwell's

equations for eddy currents in the region
 and the boundary conditions have the form

curl H = J e + � E ; in 


curl E = �
@B

@t
; in 


div B = 0 ; in 


div ( J e + � E ) = 0 ; in 


H = H � 1 f B g; in 


n � B = � b; on � B

n � H = K ; on � H

n � E = 0 ; on � V

n � J = � j; on � J

(4.9)

where E is the electric �eld intensity and J = J e + � E . The boundary conditions can be

prescribed in the last four rows. TheA � V formalism with respect to the eddy currents �eld

Ferromagnetic
material

Je( )t

W

GB

GH

n

n H K´ =
nB = -b

¶ = G + GB H orW ¶W = G + GJ V

V1

V2

s

gradV

s

m

GJ

GV

nJ = -j

V V= 0

Fig. 4.2. Eddy current problem with voltage prescription

can be derived by introducing the magnetic vector and electric scalar potentials (B = curl A

and E = � gradV � @A
@t) from the third and fourth equations of (4.9). The resulting eddy
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current equations are

curl H � 1 f curl A g = J e � �

 

gradV +
@A

@t

!

;

div

 

J e � � gradV � �
@A

@t

!

= 0 ;

(4.10)

whereA and V denote the magnetic vector and electric scalar potentials.The weighted residual

of (4.10) can be derived by multiplying scalar and vector weighting functions ~V , ~A respectively

and integrating over the region 


Z




~A � curl H � 1 f curl A gd
 +
Z




~A � �

 

gradV +
@A

@t

!

d
 =
Z




~A � J ed
 ;

Z




~V � div

 

J e � � gradV � �
@A

@t

!

d
 = 0 :

(4.11)

If A � = A + grad � and V � = V � @�=@tare substituted into (4.11), then same equations are

obtained since

gradV � +
@A �

@t
= grad

 

V �
@�

@t

!

+
@(A + grad � )

@t
= grad V +

@A

@t
; (4.12)

and curl A � = curl A . Therefore the solution of (4.11) is not unique, but the magnetic �ux

density B = curl A � = curl A and the electric �eld intensity E = grad V � + @A � =@t=

gradV + @A =@tare unique. The resulting linear system of equations after the discretiza-

tion and linearization of (4.11) is singular, becausediv A is not �xed. Despite of the singularity

of the system it can be solved byKrylov subspacesolvers (e.g. CG, BiCG) if the system is

consistent [46, 47]. On the other hand, the Coulomb gaugediv A = 0 can be ensured by the

Lagrange multiplier method [36] as

Z




~A � curl H � 1 f curl A gd
 +
Z




~A � �

 

gradV +
@A

@t

!

d
 +
Z




� div ~A d


=
Z




~A � J ed
 ;

Z




~V � div

 

J e � � gradV � �
@A

@t

!

d
 = 0 ;

Z




~� div A d
 = 0 :

(4.13)

Using the mathematical identities (4.6) and

div ( ~V � gradV ) = grad V � grad ~V + ~V � div grad V; (4.14)
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the weak form of (4.13) can be written as

Z




curl ~A � H � 1 f curl A gd
 �
I

@
=� B +� H

~A � H � 1 f curl A g � n d�

+
Z




~A � �

 

gradV +
@A

@t

!

d
 �
Z




~A � grad � d
 +
I

@
=� B +� H

� ~An d�

=
Z




~A � J ed
 ;

�
Z




� grad ~V � gradVd
 +
I

@
=� E +� J

� ~V � gradV n d� +
Z




~V � div

 

J e � �
@A

@t

!

d
 = 0 ;

�
Z




grad ~� � A d
 +
I

@
=� B +� H

A � ~� n d� = 0 :

(4.15)

Usually the integrals on the boundaries can be neglected. The boundary conditions in (4.9) can

be ful�lled by

Z

� B

~b� (n � B + b)d� = 0 !
Z

� B

~b� (n � curl A + b)d� = 0 ;

Z

� H

~H � (n � H � K )d� = 0 !
Z

� H

~H � (n � H � 1 f curl A g � K )d� = 0 ;

Z

� J

~j � (n � J + j )d� = 0 !
Z

� J

~j �

"

� � n �

 

gradV +
@A

@t

!

+ j

#

d� = 0 ;

Z

� E

~E � (n � E )d� = 0 ! �
Z

� E

~E � n �

 

gradV +
@A

@t

!

d� = 0 ;

(4.16)

where~b, ~H , ~j and ~E are scalar and vector weighting functions on� B , � H , � J and � E respec-

tively.

4.1.3 Eddy currents with magnetic vector potential

Eddy current �elds can be described by the magnetic vector potential A formalism without the

electric scalar potential V , if no voltage is prescribed in the arrangement (e.g. voltage of coil).

In this case no extra electric �eld is involved (� gradV) since no voltage is prescribed only the

time varying magnetic �eld induces electric �eld E = � @A =@t. The arrangement for the vector

potential formalism can be seen in Fig. 4.3. The governing equations of the A formalism are

the same as theA �V formalism (4.9) without the last two boundary conditions .
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Fig. 4.3. Eddy current problem without voltage prescription

The eddy current equation with respect to the magnetic vector potential can be formed as

curl H � 1 f curl A g + �
@A

@t
= J e; (4.17)

based on (4.10). The weighted residual of (4.17) can be derived by multiplying the vector

weighting function ~A and integrating over the region 


Z




~A � curl H � 1 f curl A gd
 +
Z




� ~A
@A

@t
d
 =

Z




~A � J ed
 : (4.18)

The solution of (4.18) is unique. No gauge �xing is required since by substituting A � =

A + grad � into (4.18) a di�erent residual is resulted

Z




~A � curl H � 1 f curl A gd
 +
Z




� ~A
@(A + grad � )

@t
d
 =

Z




~A � J ed
 : (4.19)

The weak form of (4.18) can be derived by using mathematical identities (4.6)

Z




curl ~A � H � 1 f curl A gd
 �
I

@
=� B +� H

~A � H � 1 f curl A g � n d�

+
Z




~A � �
@A

@t
d
 =

Z




~A � J ed
 :

(4.20)

Usually the integral on the boundaries can be neglected. Theboundary conditions can be
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ful�lled by

Z

� B

~b� (n � B + b)d� = 0 !
Z

� B

~b� (n � curl A + b)d� = 0 ;

Z

� H

~H � (n � H � K )d� = 0 !
Z

� H

~H � (n � H � 1 f curl A g � K )d� = 0 ;
(4.21)

where~b and ~H are scalar and vector weighting functions on� B and � H respectively.

4.2 Polarization method

I derived the formalisms with respect to the magnetostatic and eddy current �elds in (4.7),

(4.15) and (4.20) for general material nonlinearity between H and B by using the operator

H � 1 fg . I handle this material nonlinearity with the polarization method, which is detailed in

this section.

A �xed-point technique was proposed for the �rst time in electrical engineering for solving

nonlinear electric circuits. The method based onPicard-Banach theorem requires a contractive

operator of the FP mapping. Its main disadvantage was slow convergence. An improved

version was proposed for stationary magnetic �eld problemstaking advantage of the magnetic

polarization vector. Its convergence was improved combining the method with a relaxation

procedure. A great bene�t of contractive mapping is that uniqueness and existence of a solution

are guaranteed by Banach's theorem [48�51].

However, it seems impossible to formulate a FP mapping, which is contractive in general

case for di�erent problems. This is why it is important to look for a numerical algorithm,

which also enables to �nd a FP for non-contractive operators. Such a procedure is presented

here based onBrouwer's FP theorem referred as the material nonlinear reluctivity. The FP

procedure based on Brouwer's theorem was successfully applied to solve systems of nonlinear

and ill-posed equations arising in identi�cation problems.

The polarization method is becoming more and more attractive in FEM analysis due to its

advantages:

� it is robust since it is proved to be convergent with any kind of monotonic, Lipschitz

continuous, nonlinear relationship, also in the presence of in�ection points;

� preliminary operations, in order to de�ne a suitable starting value of residual term, are

not required because the process is proved to be convergent for any trial value;

� at each iteration the updates are performed only on the right-hand side of the linearized

system, without modi�cations of the sti�ness matrix which c an be computed once and

for all;

� it requires no constraint on the smoothness of the magnetic characteristic so a simple

piecewise linear representation can be assumed.
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4.2.1 Banach �xed point theorem

The Banach �xed point theorem (also known as the contraction mapping theorem or contrac-

tion mapping principle) is an important tool in the theory of metric spaces; it guarantees the

existence and uniqueness of �xed points of certain self mapsof metric spaces, and provides a

constructive method to �nd those �xed points. The theorem is named after Stefan Banach

(1892-1945), and was �rst stated by Banach in 1922.

Contraction mapping

In mathematics, a contraction mapping, or contraction, on a metric space(M; d) is a function

f from M to itself, with the property that there is some real number 0 < q < 1 such that, for

all x and y in M ,

d(f (x); f (y)) � q d(x; y): (4.22)

The smallest such value ofq is called the Lipschitz constant of f . Contractive maps are some-

times called Lipschitzian maps. If the above condition is satis�ed for 0 < q � 1, then the

mapping is said to be non-expansive.

More generally, the idea of a contractive mapping can be de�ned for maps between metric

spaces. Thus, if(M; d) and (N; g) are two metric spaces, andf : M ! N , then one looks for

the constant q such that g(f (x); f (y)) � q d(x; y) for all x and y in M .

Every contraction mapping is Lipschitz continuous and hence uniformly continuous.

A contraction mapping has at most one �xed point. Moreover, the Banach �xed point

theorem states that every contraction mapping on a nonempty complete metric space has a

unique �xed point, and that for any x in M the iterated function sequencex, f (x), f (f (x)) ,

f (f (f (x))) , : : : converges to the �xed point. This concept is very useful for iterated function

systems where contraction mappings are often used. The Banach �xed point theorem is also

applied in proving the existence of solutions of ordinary di�erential equations.

The theorem

Let (X; d ) be a non-empty complete metric space. LetT : X ! X be a contraction mapping

on X , i.e: there is a nonnegative real numberq < 1 such that :

d(T x; T y) � q � d(x; y) (4.23)

for all x, y in X . Then the map T admits one and only one �xed point x � in X (this means

T x� = x � ). Furthermore, this �xed point can be found as follows: start with an arbitrary

elementx0 in X and de�ne an iterative sequence byxn = T xn� 1 for n = 1 ; 2; 3; : : : This sequence

converges, and its limit isx � . The following inequality describes the speed of convergence:

d(x � ; xn ) �
qn

1 � q
d(x1; x0): (4.24)
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Equivalently,

d(x � ; xn+1 ) �
q

1 � q
d(xn+1 ; xn ) (4.25)

and

d(x � ; xn+1 ) � qd(xn ; x � ): (4.26)

The smallest such value ofq is sometimes called theLipschitz constant.

Note that the requirement d(T x; T y) < d (x; y) for all unequal x and y is in general not

enough to ensure the existence of a �xed point, as is shown by the map T : [1; 1 ) ! [1; 1 )

with T(x) = x + 1=x, which lacks a �xed point. However, if the spaceX is compact, then this

weaker assumption does imply all the statements of the theorem.

When using the theorem in practice, the most di�cult part is t ypically to de�ne X properly

so that T actually maps elements fromX to X , i.e. that T x is always an element ofX .

4.2.2 Polarization method for inverse characteristics

The formalisms for eddy current �elds and magnetostatics are summarized in the sections 4.1.1,

4.1.2 and 4.1.3 in general since the nonlinear relationshipbetweenB and H is represented by

the inverse hysteresis operatorH � 1 fg and the way how nonlinearity should be considered

has not been discussed. In this section I summarize the polarization method for handling this

material nonlinearity [52]. The linearization of constitutive relation H = H � 1 f B g can be

formulated by the polarization method as

H = H � 1 f B g = � FP B + R ; (4.27)

which includes linear term � FP B , where � FP being a constant reluctivity, and the residual

nonlinearity R . Common notation can be applied for the weak forms (4.7), (4.15) and (4.20)

by substituting the relation (4.27) into them

B = � 2(R ); (4.28)

where the operator� 2 represents the solution of di�erential equation with respect to the input

vector R . The residual vector according to the �xed-point method canbe computed by

R = H � 1 f B g � � FP B ! R = � 1(B ); (4.29)

where the operator� 1 represents the constitutive relation with respect to the input quantity.

The nonlinear EM �eld equation receives the residual vectorR from the previous iteration

or from the trial value as an input vector and it provides the magnetic �ux density by solving

the linearized equations as an output. This relation is denoted by B = � 2(R ). On the other

hand (4.29) for R receivesB as an input and it provides a new residual value as output. It is

50



Péter Kis � PhD Theses 2006

denoted by R = � 1(B ). Utilizing the bene�ts of this operator notation these two steps can be

written as one

R = � 1(� 2(R )) ; (4.30)

which is the �xed-point equation of magnetostatics. If the function � 1 is a contraction, then

(4.30) can be solved by substituting back the residual, starting from any trial value of R .

Although this procedure is straightforward and very robust, but unfortunately the convergence

is slow.

The choice of � FP is essential from the convergence point of view. It is shown that an

incorrect choice of� FP may lead to divergent iteration, since the criterion for contraction is not

ful�lled. A criterion is discussed below which must be ful�l led for the contractive mapping.

The material characteristics H � 1 fg can not be arbitrary. Two conditions must be ful�lled

for ensuring the contraction. The operatorH � 1 fg must be Lipschitzian,

�
�H � 1 �

B 0	 � H � 1 �
B 00	 �

� < �( P)
�
�B 0� B 00

�
� ; 8(B 0; B 00); (4.31)

and uniformly monotone

�
H � 1 �

B 0	 � H � 1 �
B 00	� �

B 0� B 00� > � (P)
�
B 0� B 00� 2 ; 8(B 0; B 00); (4.32)

where P denotes any point in the region
 . The maximum and the minimum values of �( P)

and � (P) can be determined and denoted by

�( P) = max
B 0;B 00

�
�H � 1 f B 0g � H � 1 f B 00g

�
�

jB 0 � B 00j
= � max (P);

� (P) = min
B 0;B 00

�
�H � 1 f B 0g � H � 1 f B 00g

�
�

jB 0 � B 00j
= � min (P);

(4.33)

where � max (P), � min (P) are the maximum and minimum values of the local reluctivities. Ac-

cording to the contraction mapping theorem (4.22) the �xed-point of (4.30) must be approached

jj � 1(� 2(R 0)) � � 1(� 2(R 00)) jj � � qjjR 0� R 00jj � ; 0 < q < 1; (4.34)

whereq is the contraction factor and the de�nition of the norm is jjxjj � =
q R

� (P)x2d
 . This

means that if the iteration procedure is contractive, then the error

jj � 1(� 2(R 0)) � � 1(� 2(R 00)) jj � is getting smaller in each iteration step.

By substituting (4.29) into (4.34) and introducing B 0 = � 2(R 0), B 00= � 2(R 00) the following

results:

vu
u
t

Z




� (P)[(H � 1 f B 0g � H � 1 f B 00g) � � FP (B 0� B 00)]2d
 � q

vu
u
t

Z




� (P)(R 0 � R 00)2d
 ;

(4.35)
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which is
Z




� (P)
�
H � 1 �

B 0	 � H � 1 �
B 00	� 2

d
 �

2
Z




� (P)� FP
�
H � 1 �

B 0	 � H � 1 �
B 00	� (B 0 � B 00)d
+

Z




� (P)� 2
FP (B 0 � B 00)2d
 � q2

Z




� (P)(R 0 � R 00)2d
 :

(4.36)

Integration of the square of inequality (4.31) over the domain 
 has the form

Z




�
H � 1 �

B 0	 � H � 1 �
B 00	� 2

d
 <
Z




� 2(P)
�
B 0 � B 00� 2 d
 : (4.37)

By manipulating (4.32) the following inequality can be obtained

Z




�
H � 1 �

B 0	 � H � 1 �
B 00	� �

B 0 � B 00� d
 >
Z




� (P)
�
B 0 � B 00� 2 d
 : (4.38)

By substituting the inequalities (4.37), (4.38) and (4.33) above into (4.36), the inequality can

be formulated as
Z




�
� 2

max (P) � 2� FP (P)� min (P) + � 2
FP (P)

�
(B 0 � B 00)2d
 � q2

Z




(R 0� R 00)2d
 : (4.39)

For ful�lling contraction condition, the relationship bel ow must be valid for all of the points P

in the region 


� 2
max (P)

� 2
FP (P)

� 2
� min (P)

� FP (P)
+ 1 � q2; (4.40)

where � FP = 1=� FP . The minimum value of the contraction factor q is

qmin = 1 � � 2
min (P)=� 2

max (P) and it is obtained for � FP (P) = � 2
max (P)=� min (P). The problem

is that the contraction factor is close to one. Consider the ferromagnetic material, where

� min (P) = 1 =(4000� 0) and � max (P) = 1 =� 0, after that the smallest contraction factor is 1 �

(1=4000)2 � 0:999 999 937 5. This is the reason for the slow convergence rate.

In order to ensure the strict contractiveness of the function � 1, the function � FP (P) must

satisfy the relation

� FP (P) >
� max (P)

2
; (4.41)

where � max (P) is the upper bound of the operatorH � 1 fg .
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The convergence rate depends on the value assumed for� FP (P), the optimal value is

� opt
FP (P) =

� max (P) + � min (P)

2
; (4.42)

with � min (P) being the lowest slope ofH � 1 fg .

4.2.3 Polarization method for direct characteristics

In some cases the nonlinear relationship betweenB and H is represented by the direct hys-

teresis operatorH fg (e.g. the half-space problem in section 5.1). In this case the hysteretic

relationship can be formed by the polarization method as

B = H f H g = � FP H + R ; (4.43)

where � FP is a constant permeability and R is the residual vector, where the nonlinearity is

hidden. The hysteresis operator in the di�erential equation can be replaced by (4.43). The

linearized system can be represented by the operator

H = � 2(R ); (4.44)

which results magnetic �eld intensity as output (e.g. the di�usion equation of half-space), which

allows to use the direct hysteresis characteristics to determine the next value of the residual

R = H f H g � � FP H ! R = � 1(H ): (4.45)

The operator � 1() must be uniform monotone and Lipschitzian similar to (4.32) and (4.31).

Same procedure can be carried out as in section 4.2.2 for �nding the condition of contraction,

which is

� FP (P) >
� max (P)

2
; (4.46)

where � max (P) is the upper bound of the operatorH fg .

4.2.4 Fixed-point procedure

The �ow chart of �xed point method can be seen in Fig. 4.4. This is based on the di�usion

equation where the output variable is the magnetic �eld intensity H . The same chart can be

drawn for problems, where the output variable is the magnetic �ux density B by replacing the

variable from H to B .

The FP algorithm starts with initializing the trial value of the residual R 0, usually as zero.

The permeability � FP or reluctivity � FP at the �xed point is determined by (4.42), where � max

and � min are the maximum and minimum possible slopes of theB = H f H g characteristics.

The chosen value of� FP will not change in the further process. It will remain constant once

and for all.
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Fig. 4.4. The Fixed Point Algorithm

The next box in the �ow chart (Fig. 4.4) is the FP algorithm whi ch consists of two steps.

The solution of the linearized di�erential equations basedon the current value of the residual

and computing the new value of residual for the next FP iteration. If � 1 is contractive, then

the new value ofH will be closer to the correct solution each iteration step.

The error � based on the norm de�ned in section 4.2.2 � is computed after each FP iteration

step to decide whether the FP algorithm must be performed again or it is not required.

If the FP algorithm has found the solution, then the next time step (t = t+� t) is considered,

if t < t max . Choice of � t has in�uence on the accuracy. It is suggested to take at leastten

points from a period (� t � T=10).

This is the basic version of �xed-point method with very slow convergence rate. In the

further sections two methods or combination of the these twomethods are presented.

4.2.5 Fixed-point procedure with relaxation

I propose the relaxation method for speed up the original �xed-point technique in this section

by introducing a relaxation parameter ! > 0. The FP algorithm with relaxation method can be

seen in Fig. 4.5. The purpose of the method is to reduce the distance d = jj � 1(� 2(R )) � R jj � .

The method uses a suitable relaxation factor! in order to force a reduction of the distanced

and accelerate the convergence toward the solution.

The procedure has the following steps:

� the �rst FP algorithm solves the linearized problem with respect to R 0 and it computes
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Fig. 4.5. The Fixed Point Algorithm with relaxation

the new residual valueR prev . Furthermore the second FP algorithm solves the linearized

problem again based on the residualR prev and after that the new residual R is deter-

mined;

� a relaxation factor ! is introduced and the new value of the residual is computed by

R 0 = R 0 + ! (R prev � R 0); (4.47)

due to the linearity of � 2 the magnetic �eld intensity can be computed from the new

value of the residualR 0

H 0 = H prev + ! (H � H prev ); (4.48)

� the residual for the next iteration can be computed by

R 0
next = � 1(H 0); (4.49)
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� the distance is

d(! ) = jjR 0
next � R 0jj � : (4.50)

The distance is a function of the chosen relaxation factor. The problem becomes then to look

for the optimal ! value which minimizes d(! ). In my applications the optimal value of ! is

determined by the combination of the golden search and the parabolic search algorithms.

The relaxation method signi�cantly accelerates the convergence, but its e�ciency reduces

as the iterative process approaches to the solution. This can be avoided by turning back to the

original FP algorithm near to the solution.

4.2.6 Fixed-point procedure with relaxation and � update

I propose an additional speed up technique for the �xed-point method for achieving less non-

linear iterations by allowing the local permeability value update in each time step.

The permeability � FP regarding the �xed-point method is determined by (4.42). A constant

permeability value is supposed for all pointsP of the region 
 based on the major hysteresis

curve disregarding that the magnetic �eld distribution is d i�erent from one point to another.

However the procedure in time domain allows to update the �xed-point permeability in each

time step according to some estimation based on the magnetic�eld distribution from the previ-

ous time steps. This may lead to di�erent permeability values point by point according to the

magnetic �eld distribution. In fact, this procedure can not be called �xed-point method any

more since� FP is not the same for all time steps. If only a certain time step is considered, then

the algorithm is identical to the original �xed-point proce dure since the� FP is unchanged. A

possible choice of� FP is based on the slope of the magnetization characteristicsH fg at the

previous time step

� FP (P) =
@H f H (P )g

@H

�
�
�
�
H (P )= H prev (P )

; (4.51)

where the permeability value may vary by the locationP. Since the contraction must be kept

therefore the choice of� FP is not arbitrary. The condition (4.41) must be considered toensure

the contractiveness of� 1 � � 2 like in Fig. 4.6. Where � FP is less then� max=2 according to

(4.51), then � FP (P) = � max (P)=2 is supposed. It is important to note that if ! < 1 then

an under-relaxation procedure results, which is able to correct the problem of contractiveness.

Despite of this, keeping contractiveness of� 1 � � 2 is recommeneded.

4.3 Higher order triangular elements

I extend the the nonlinear �nite element computation summarized above by introducing higher

order �nite elements for obtaining better accuracy. Both scalar and vector �nite elements are

proposed here for the higher order approximations.

Higher order Schöberl-type Nedelecbasis functions are constructed on triangular elements

[53]. These shape functions provide not only the global complete sequence property [22, 23],
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Fig. 4.6. The Fixed Point Algorithm with relaxation and � update

but also local complete sequence properties for each edge-,face-, element-block. This local

property allows an arbitrary variable choice of the polynomial degree for each edge, face, and

element. A second advantage of this construction is that simple block-diagonal preconditioning

gets e�cient. The higher order shape functions contain gradient shape functions explicitly.

In the case of a magnetostatic boundary value problem, the gradient basis functions can be

skipped, which reduces the problem size, and improves the condition number.

I begin the construction of nodal elements and after that thecorresponding edge elements

are derived. Hierarchical �nite elements are usually basedon orthogonal polynomials. Let l i
denote theLegendrepolynomials up to order p, where i = 0 : : : p. This is a basis on the interval

[� 1; 1]. Furthermore, the integrated Legendre polynomials are introduced denoted byL i and
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de�ned by the integral

L i (x) =

xZ

� 1

l i � 1(� )d�: (4.52)

Some Legendre polynomials and its integrals are summarizedin Table 4.1. The Legendre

Table 4.1. Legendre polynomials and its integrals
Legendre polynomials Integrated Legendre polynomials

l0(x) = 1 L 0(x) = � 1
l1(x) = x L 1(x) = x + 1

l2(x) =
3

2
x2 �

1

2
L 2(x) =

1

2
x2 �

1

2

l3(x) =
5

2
x3 �

3

2
x L 3(x) =

1

2
x3 �

1

2
x

l4(x) =
35
8

x4 �
15
4

x2 +
3
8

L 4(x) =
5
8
x4 �

3
4
x2 +

1
8

l5(x) =
63
8

x5 �
35
4

x3 +
15
8

x L 5(x) =
7
8
x5 �

5
4
x3 +

3
8
x

polynomials can be computed recursively as follows,

l0(x) = 1 ;

l1(x) = x;

l i (x) =
2i � 1

i
xl i � 1(x) �

i � 1

i
l i � 2(x);

(4.53)

and its integrals

L 0(x) = � 1;

L 1(x) = x; after computing all it should be replaced byL 1(x) = x + 1 ;

L i (x) =
2i � 3

i
xL i � 1(x) �

i � 3

i
l i � 2(x);

(4.54)

The basis functions are expressed in terms of the volume coordinates N1, N2 and N3 for the

2D triangular element (Fig. 2.2).

The shape functions can be obtained for a general triangle byscaling the Legendre polyno-

mials. Therefore the scaled Legendre polynomials are introduced

lSn (�; � ) = � n ln

 
�

�

!

; (4.55)

and scaled integrated Legendre polynomials

L S
n (�; � ) = � n L n

 
�

�

!

; (4.56)
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on triangular domain with vertices in (� 1; 1), (1; 1) and (0; 0), � 2 (0; 1] and � 2 [� t; t ]. We

can observe thatL S
n vanishes on the two edges� = � � and � = � and corresponds on the third

edge� = 1 .

4.3.1 Higher order scalar shape function

The hierarchical triangular nodal element of orderp can be de�ned by using scaled Legendre

polynomials:

� for vertex-based functions: � V
i = N i , i = 1 ; 2; 3;

� for edge-based functions for the edgeE with vertices 1 and 2 (0 � i � p � 2):

� E
i = L S

i (N1 � N2; N1 + N2);

� interior functions for i; j � 0 and i + j � p � 3:

� I
ij = L S

i (N1 � N2; N1 + N2)N3l j (N1 � N2; N1 + N2).

The following is an example how the triangular basis function can be derived from the basis

of the quadrilateral element in Fig. 4.7. The basis functionof quadrilateral element can be

1

x

y
4 3

1 2

3

ee3 2

E2

E4

E3

E1=e

Fig. 4.7. Reference element for deriving of triangular shape functions from quadrilateral element

constructed as

N E 1
i =

 
1 � y

2

! i

L i (x);

N E 2
i =

 
1 + x

2

! i

L i (y);

N E 3
i =

 
1 � x

2

! i

L i (y);

N E 4
i =

 
1 + y

2

! i

L i (x);

(4.57)
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The basis functions of the triangular element can be obtained by using the transformation

x :!
2x

1 � y
;

y :! y:

(4.58)

The edge basis functions of a triangular element are

N e1
i =

 
1 � y

2

! i

L i

 
2x

1 � y

!

;

N e2
i =

 
1 � y + 2x

2 � 2y

! i

L i (y);

N e3
i =

 
1 � y � 2x

2 � 2y

! i

L i (y):

(4.59)

The summary of the triangular basis functions are:

� in vertices: N V 1 =
1 � 2x � y

4
, N V 2 =

1 + 2x � y

4
and N V 3 =

y + 1

2
. The number of

vertex functions is three;

� on edges:N e1
i =

 
1 � y

2

! i

L i

 
2x

1 � y

!

, N e2
i =

 
1 � y + 2x

2 � 2y

! i

L i (y) and

N e3
i =

 
1 � y � 2x

2 � 2y

! i

L i (y), where i = 2 ; 3; : : : ; p. These basis functions are required if

p � 2. Number of edge functions is3(p � 1);

� within the element (interior functions): N I
ij =

 
1 � y

2

! i

L i

 
2x

1 � y

!

L j (y) = N e1
i L j (y).

These interior basis functions are required ifp � 3. The number of interior functions is
(p � 1)(p � 2)

2
.

I have started with using hierarchical higher order �nite elements for approximating scalar

nodal functions. These functions must be continuous over element boundaries. This means

that the point values in element vertices, and the polynomials along edges must be the same.

This is obtained by de�ning basis functions associated withvertices, edges, and the interior of

elements. The vertex basis functions are the standard linear nodal functions being one in one

vertex, and vanishing in the other ones. The edge based functions have to be non-zero on one

edge, and must vanish at the other two edges. The scaled integrated Legendre polynomials

ful�ll this property. In 2D, the interior basis functions mu st vanish on the boundary of the

triangle. They are de�ned as the tensor product of 1D basis functions. One factor has to vanish

on two edges, the second one has to eliminate the third edge.
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4.3.2 Higher order vector shape function

The basic idea is to include the gradients of the scalar basisfunctions into the set of basis

functions. If the scalar function is continuous, then the gradient has continuous tangential

components. First, we take the lowest order Nedelec elements, which have one basis function

for each edge. The additionally needed edge-based basis functions on the edge can be taken as

the gradients of the scalar edge-based functions. Since theedge-based functions are gradients,

the curl of them vanishes. The interior basis functions for the triangle need vanishing tangential

components. This is obtained by taking the gradients of the scalar functions. But now, the

gradient �elds are not enough to span all vector valued functions. Recall that the scalar basis is

built as tensor product ui vj . The evaluation of the gradient givesr (ui vj ) = ( r ui )vj + ui r vj .

Note that not only the sum, but both individual terms have vanishing tangential boundary

values. Thus, also di�erent linear combinations like (r ui )vj � ui r vj can be taken as basis

functions. By counting the dimension one �nds that still p� 1 functions are missing. These can

be chosen linearly independent as the product of the edge-element function, and a polynomial

vj . By means of the scaled Legendre polynomials, the 2D construction is easily extended to 3D

elements, which is detailed in section 4.4 on page 61.

Hierarchical triangular vector (curl) element of order p using scaled Legendre polynomials

is as follows [53]

� edge based shape functions for an edgee bounded by vertices 1 and 2;

� edge-element shape function:� e = N2r N1 � N1r N2;

� higher order edge-based functions:� e
i = r L S

i (N1 � N2; N1 + N2) for 2 � i � p + 1 ;

� Element-based functions:

let ui = L S
i +2 (N2 � N1; N1 + N2) and vj = N3l j (N3 � N1 � N2);

� Type 1: gradient �elds � I 1
ij = r (ui vj ) for i; j > 0 and i + j � p � 2;

� Type 2: � I 2
ij = ( r ui )vj � ui r vj for i; j > 0 and i + j � p � 2;

� Type 3: � I 3
j = ( r N1N2 � N1r N2)vj for 0 � j � p � 2.

4.4 Higher order tetrahedral elements

The higher order triangular elements are described in section 4.3 on page 56. Those triangular

Schöberl-typeelements are generalized to 3D tetrahedral elements.

Electromagnetic problems naturally contain the continuity of the tangential components

across sub-domain interfaces. This property has led to the construction of �nite elements with

tangential continuity. The most prominent one is the edge element, which is the lowest order

member of the �rst family of Nedelecelements. Up from the lowest order element all of them

contain edge-based degrees of freedom. Higher order ones also contain unknowns in the element

faces, and in the interior of the elements. To match the functions over the element-interfaces,

the orientation of the edges and faces has to be taken into account. While on edges this is just

changing the sign, the orientation of triangular faces is more involved.

The complete sequence property is essential for the convergence of the �nite element ap-

proximation, in particular for eigenvalue problems. Also the kernelpreserving multigrid precon-
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ditioners are based on the knowledge of the curl-free functions.

4.4.1 Higher order scalar shape function

The hierarchical tetrahedral nodal (scalar) element of order p can be de�ned by using scaled

Legendre polynomials:

� vertex based functions: � V
i = N i , for i = 1 ; 2; 3; 4;

� edge based functions for one of the six edges bounded by vertices 1 and 2:� E
i = L S

i (N1 �

N2; N1 + N2), where 2 � i � p � 2;

� face based functions for one of the four faces de�ned by points 1,2 and 3:� F
ij = L S

i (N1 �

N2; N1 + N2)N3lSj (N3 � N1 � N2; N1 + N2 + N3), where i; j � 0 and i + j � p � 3;

� interior based functions for0 � i + j + k � p� 4: � I
ijk = L S

i (N1 � N2; N1 + N2)N3lSj (N3 �

N1 � N2; N1 + N2 + N3)N4lk (N4 � N1 � N2 � N3).

4.4.2 Higher order vector shape function

The hierarchical tetrahedral vector (curl) element of order p can be de�ned by using scaled

Legendre polynomials:

� edge based functions for one of the six edges bounded by vertices 1 and 2:

� edge element shape function:� E
1 = N2r N1 � N1r N2;

� higher order edge based functions for2 � i � p+1 : � E
i � 1 = r N S

i (N1 � N2; N1 + N2);

� face based functions for one of the four faces de�ned by points 1, 2 and 3:

ui = L S
i +2 (N1 � N2; N1 + N2),

vj = N3lSj (N3 � N1 � N2; N3 + N1 + N2),

� Type 1: gradient �elds for i; j � 0 and i + j � p � 2,

� F1
i;j = r (ui vj );

� Type 2: for i; j � 0 and i + j � p � 2,

� F2
i;j = ( r ui )vj � ui r vj ;

� Type 3: for 0 � i � p � 2,

� F3
j = ( r N1N2 � N1r N2)vj ;

� element based functions:

ui = L S
i +2 (N1 � N2; N1 + N2),

vj = N3lSj (N3 � N1 � N2; N3 + N1 + N2),

wk = N4lk (N4 � N1 � N2 � N3),

� Type 1: gradient �elds for i; j; k � 0 and i + j + k � p � 3,

� I 1
ijk = r (ui vj wk );

� Type 2: for i; j; k � 0 and i + j + k � p � 3,

� I 2a
ijk = ( r ui )vj wk � ui r vj wk + ui vj r wk ,

� I 2b
ijk = ( r ui )vj wk � ui r vj wk � ui vj r wk ;

� Type 3: for j; k � 0, j + k � p � 3,

� I 3
jk = ( r N1N2 � N1r N2)vj wk .
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4.5 Thesis 2

I have implemented the hysteresis simulation to the higher order vector shape functions of FEM

for solving magnetostatic and eddy current problems and to handle the nonlinear iteration and

I have worked out an e�cient speed up technique of the �xed point method by combining the

relaxation method and the local permeability update.

a) I have extended the �eld equations for nonlinear magnetostatic and eddy current prob-

lems considering the gauge �xing with the Largange multiplier method. I have proposed

formulations by assuming general hysteretic relationshipbetween theH and B to o�er

for researchers the ability to use any type of hysteresis model and numerical method.

b) To handle the nonlinear iteration I have worked out the relaxation method with the

permeability updates to speed up the �xed-point iteration process.

c) I have combined the solution of the �eld equations with higher order Schöberltype edge

elements for nonlinear case. The introduced element type allows to choose �nite elements

with arbitrary polynomial degree utilizing the local complete sequence property.
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Chapter 5

Applications

I have proposed a method in the previous section to solve electromagnetic problems taking

the hysteresis e�ect into account. Here I prove that the proposed method is e�cient in the

�eld analysis. I have worked out three examples; one for the solution of one dimensional

di�usion equation for ferromagnetic half-space, another one for the solution of a two dimensional

(axisymmetric) eddy current problem for hysteresis measurement simulation and the third one

for the solution of a three dimensional magnetostatic problem for the benchmark problem of

COMPUMAG.

5.1 1D example � Ferromagnetic half-space

The sketch of the half-space problem can be seen in Fig. 5.1. The half-space, wherez > 0

is conductive ferromagnetic material. A sinusoidal magnetic �eld is prescribed at z = 0 as a

Dirichlet boundary condition. Indeed, eddy currents are induced in the electrically conductive

material, decreasing with z. The problem can be described by a 1D model, because the �eld

quantities are not changing with x and y. A �nite element model of this half-space is very

simple, which enables to set up the �eld computation procedure with hysteresis [54�60].

Three problems are solved in this example going from the simplest linear case to the com-

putation including the JAM.

-
z

6x

�
�

�
��	y

u

@@
HD (z = 0 ; t) = Hamp sin(!t )

Dirichlet condition

if z > 0, then � � 0 and B = H f H g� = 0

� r = 1

Fig. 5.1. The ferromagnetic half-space. Thez > 0 half-space is the ferromagnetic and electrically
conductive material, the z < 0 can be considered as air or vacuum, where the sinusoidal magnetic �eld

is coming from. It is prescribed as a boundary condition atz = 0
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5.1.1 Solution of the linear problem

The following transient problem is solved1

@

@z

1

�

@H

@z
+ �

@H

@t
= 0 : (5.1)

The weak form of the equation above can be obtained by integrating over the problem domain
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Fig. 5.2. Analytical and numerical solutions of the linear half-spceproblem in the �rst period

of the equation multiplied by the nodal basis function of FEM. After applying Green's theorem,

the weak equation has the form

�
Z




1

�

@Nj
@z

@H

@z
d
 �

Z




�N j
@H

@t
d
 = 0 ; (5.2)

1The analytical solution of (5.1) ( H D (z = 0 ; t ) = H amp sin(!t )) in time harmonic case is

H (z; t) = H amp e� z=� sin(!t � z=� );

where � =
q

2
��! is the penetration depth.
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where the N j are the nodal basis functions of the FEM andj = 1 : : : N , where N is the nodal

degrees of freedom (DOF) on the �nite element mesh. In this case the �nite element mesh is

on the positive z axis.

The linear problem is solved by the following parameters

� frequency: f = 50 Hz;

� electrical conductivity: � = 1 :12� 107 S/m;

� relative permeability: � r = 4000;

� amplitude of the Dirichlet condition at z = 0 : Hamp = 5000 A/m;

� number of samples per period:N = 100;

� number of �nite elements: 1000.

The �st period of the analytical and the numerical solutions are plotted in Fig. 5.2. It can be

seen that the transient numerical solution (blue dashed line) is di�erent from the steady state

analytical solution (red continuous line). The numerical solution is approaching the analytical

one e.g. in the �fth period the two solutions are almost the same in Fig. 5.3.
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Fig. 5.3. Analytical and numerical solutions of the linear half-space problem in the �fth period
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5.1.2 Solution of the nonlinear problem with Langevin chara cteristics

The half-space problem is solved in this section in case of non-linear magnetic material. The

material characteristics are described by theLangevin function shown in Fig. 5.4.

B (H ) = Bs

"

coth

 
H

a

!

�
a

H

#

; (5.3)

where Bs is the induction at saturation and a is a form parameter, which ensures the desired

slope at the origin. The di�erential relative permeability is the derivative of the equation above

with respect to H ,

� (H ) =
dB

dH
= Bs

"
1

a
�

1

a
coth2

 
H

a

!

+
a

H 2

#

: (5.4)

The slope of the Langevin characteristics at the origin is� = 4000� 0 (Bs = 1 T, a = 66:3

A/m), because the relative permeability should be the same as in the linear case. A kind of

veri�cation can be carried out, where the characteristics can be considered as linear for small

signal excitations.
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Fig. 5.4. The material nonlinearity follows the Langevin curve

Formalism

The procedure written in section 4.2.3 is applied for this 1Dproblem. The above described

material non-linearity is taken into account by the �xed poi nt method, whereas a constant

linearization point is assumed (� FP ) and the error of the linearization is corrected by a residual
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vector R. So the constitutive relationship for the magnetic �ux density can be written as

B = H f H g = � FP H + R; (5.5)

where the operator H fg represents the material characteristics. Substituting (5.5) into the

di�erential equation

@

@z

1

�

@H

@z
= �

@B

@t
; (5.6)

the linearized �xed point equation is obtained
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@z
= � � FP
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@t
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@R

@t
! H = � 2(R); (5.7)

whereR is the residual. The weak form of the non-linear half space problem can be formulated

as
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d
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N j � FP
@H

@t
+

@R

@t

!

d
 = 0 ; (5.8)

where N j are nodal shape functions of FEM chosen as the test functionsof H . After solving

(5.7) for H , the new residual can be computed as

R = H f H g � � FP H ! R = � 1(H ); (5.9)

where H is the value of the magnetic �eld intensity in the current ite ration step.

Solution with �xed point iteration

In this section, the half-space problem is solved by the traditional FP iteration method without

any speed up technique. The block scheme of the FP procedure can be seen in Fig. 5.5, where

two FP algorithms are shown instead of one as in Fig. 4.4. The reason is that in the further

computations two FP steps will be needed (relaxation) and the running times will be able to

be compared easily if I use two FP algorithms here too, but I have to emphasize that one FP

step would be enough here.

Beside the FP algorithm, � 2 represents the solution of the di�erential equation,

�
@

@z

1

�

@H

@z
� � FP

H � Hold

� t
+

R � Rold

� t
= 0 ; (5.10)

where Hold and Rold represent the magnetic �eld and the residual values at the previous time

step respectively. After solving the di�erential equation (5.10) based on the previous value of

R, the new value of the residual can be computed by� 1, which is as follows

R = H f H g � � FP H; (5.11)
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Table 5.1. Number of required FP iteration steps with di�erent � FP starting value
FP Rel. � FP Hamp Number of iteration

steps (for two periods,
80 time steps)

Notes

+ � 2000 100 � divergent
+ � 2000 1000 � divergent
+ � 2000 10000 � not convergent after 37125 steps
+ � 4000 100 474 avg. steps: 5.925
+ � 4000 1000 5194 avg. steps: 64.925
+ � 4000 10000 73176 avg. steps: 914.7
+ � 6000 100 1294 avg. steps: 16.175
+ � 6000 1000 7836 avg. steps: 97.95
+ � 6000 10000 109559 avg. steps: 1369.4875

where the nonlinear relationship between theB and H is denoted by the operatorH fg .
�
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Fig. 5.5. The Fixed Point Algorithm

The expression of the error is the following

error = jjR � Rprev jj � ; (5.12)
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Fig. 5.6. Number of iteration steps required at speci�ed time steps. More iterations are required
if we are far from the linear part. Hamp = 100 A/m at left, Hamp = 1000 A/m in the middle and

Hamp = 10000 A/m at right

where � is the magnetic susceptibility at the current iteration point,

� (H ) =

 
dH f H g

dH

! � 1

: (5.13)

The weighting by � (H ) ensures that the error is computed justly even at the positions, where

the slope of the characteristics is much lower.
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Fig. 5.7. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=35
ms

The parameters of the computation are

� frequency: f = 50 Hz;

� electrical conductivity: � = 1 :12� 107 S/m;

� material characteristics is given by the Langevin functionB = coth( H=66:3) � 66:3=H;

� amplitude of the Dirichlet condition at z = 0 : Hamp = 1000 A/m;

� number of samples per period:N = 40 and two periods are considered (80 time steps);

� tolerance of the FP iteration " = 10 � 8.

The FP method is convergent if � 1 is a contraction (� FP > � max=2). As it can be seen in

Table 5.1 if � FP = 2000� 0, which is lower than the � max=2, then the method will be divergent.

The total number of required FP iteration steps are summarized in Table 5.1. (In fact,

this value should be divided by two, because there are two FP algorithm in one iteration

step.) Only FP algorithm is used to obtain the solutions without relaxation. Three di�erent so
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called optimal relative permeability values are used as a starting value. As it has already been

mentioned the case� FP = 2000 is unstable. Only a few iteration steps are required to achieve

the prescribed tolerance (in this example it is" < 10� 8) by choosing � FP = 4000, since the

slope of characteristics at the origin is 4000.9. If the optimal permeability is exactly the same

as the slope of the material characteristics at the origin and the amplitude of the excitation is

su�ciently small for holding on the linear part, then no FP it erations are required to achieve the

desired tolerance. The problem can be considered as linear,where the optimal permeability is

4000 and the amplitude of the magnetic �eld intensity is 100 A/m like in Table 5.1. This is the

explanation of the very small number of iterations. If the amplitude of the excitation increases

(Hamp=1000 A/m,10000 A/m), then the characteristics can not be considered as linear any

more, because the saturation part is reached. Therefore more iteration steps are required as

it can be seen in Fig. 5.6. It is straightforward that less iterations are required when the

excitation is crossing zero (Fig. 5.6). The solutions are plotted in Fig. 5.7 and more plots can

be found in appendix A on page 1.

Solution with �xed point iteration + relaxation

The �xed-point iteration with relaxation has been discussed in section 4.2.5. The block scheme

of the �xed point iteration with relaxation can be seen in Fig. 4.5. Using this method, same

results have been obtained like in the previous section, where only �xed point method were used

without any speed-up procedure. The only di�erence can be found in the convergence speed,

which can be seen after comparing the Figs. 5.6 and 5.8. The FPmethod with relaxation is

about two times faster than without relaxation (Tables 5.1, 5.2).
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Fig. 5.8. Number of iteration steps required at speci�ed time steps inthe case of �xed-point method
with relaxation

Solution with �xed point iteration + relaxation and � update

The main purpose of this investigation is to speed up the original �xed point iteration. One

possible way is the relaxation, but if the Tables 5.1 and 5.2 are considered, then it can be noticed

that the number of required iteration steps depends on the optimal permeability � FP as well.

In this case, if the � FP = 4000� 0, which is very close to the initial slope of the nonlinear curve,

then the solution requires less iteration steps. It is straightforward that the chosen permeability

� FP should be chosen as close as possible to the current slope of the nonlinear curve. Of course

the slope is di�erent at each time instance. Therefore the permeability values must be updated
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Table 5.2. Number of required FP+Rel. iteration steps with di�erent � FP starting value
FP Rel. � FP Hamp Number of iteration

steps (for two periods,
80 time steps)

Notes

+ + 2000 100 1248 avg. steps: 15.6
+ + 2000 1000 2761 avg. steps: 34.5125
+ + 2000 10000 34639 avg. steps: 432.9875
+ + 4000 100 397 avg. steps: 4.9625
+ + 4000 1000 2771 avg. steps: 34.6375
+ + 4000 10000 33587 avg. steps: 419.8375
+ + 6000 100 894 avg. steps: 11.175
+ + 6000 1000 4124 avg. steps: 51.55
+ + 6000 10000 49 812 avg. steps: 622.65
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Fig. 5.9. Number of iteration steps required at speci�ed time steps inthe case of �xed-point method
with relaxation and � update

in each time iteration step. It is important to emphasize that the permeability is the originally

chosen value at FP iterations, it is modi�ed only in the time i teration steps.

The choice of the optimal permeability is not arbitrary, because the condition of contraction

must be always ful�lled. This is the reason why the optimal permeability can not be the exact

slope of the nonlinear material characteristics. It this case the �xed-point permeability must be

always greater than the half of the maximal permeability, � FP > � max=2. Therefore the �xed-

point permeability is always chosen as the previous slope ofthe characteristics, if it is greater

than � max=2. Otherwise, the �xed-point permeability is chosen as� max=2. Furthermore, a

more sophisticated procedure results if the optimal permeability varies by the location.

The �ow chart of the procedure can be seen in Fig. 4.6. A new block has been added, where

the optimal permeability is set according to the rules described above. I also plot (Fig. 5.9)

the number of required FP iteration steps as a function of thetime to be able to compare with

the previous ones (Figs. 5.6, 5.8). The required iteration steps are summarized in Table 5.3. If

the amplitude of the magnetic �eld is low Hamp = 100 A/m and the � FP is very close to the

real slope of the material characteristics (in this case it is 4000), then the path of the nonlinear

iteration remains on the linear part of the Langevin function. This is the reason that in the

�rst rows of Tables 5.2 and 5.3 almost the same values (397 and395 steps) can be found since

no better optimal permeability value can be found than 4000.

The conclusion is that a much faster method has been obtainedby using the relaxation and

the � update technique and the solution remained the same as in thecase of the original �xed
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Table 5.3. Number of required FP+Rel. iteration steps with � update
FP Rel. � FP Hamp Number of iteration

steps (for two periods,
80 time steps)

Notes

+ + update 100 395 avg. steps: 4.9375
+ + update 1000 1696 avg. steps: 21.2
+ + update 10000 10765 avg. steps: 134.5625

point method. This method is used in the further computations.

5.1.3 Solution of the nonlinear problem with Jiles-Atherto n model of hys-
teresis

In this section, I have solved the half-space problem takingthe hysteresis into account [61,62].

It is assumed that the material of the half-space is ferromagnetic and electrically conductive.

The hysteretic property of the half-space material is described by the rate independent Jiles-

Atherton model (JAM) of hysteresis. The problem is discretized by the �nite element method

(FEM) and the nonlinear equations are solved by the �xed point method with relaxation and

� update as it is detailed in the previous sections.

It is important to emphasize that the Langevin function, which is applied to describe the

material nonlinearity in the previous section, is the anhysteretic curve of the JAM. By the

way, the choice of the anhysteretic curve is almost arbitrary, not only the Langevin function

is allowed e.g. the Fröhlich function is also often used in JAM. In this investigation I use the

JAM described in section 3.1 on page 20.
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Fig. 5.10. The Langevin function used in the previous section and the JAM. The JAM parameters
are M s = 8 :1 � 105 A/m, � = 10 � 3, a = 300 A/m, c = 0 :5, k = 800 A/m

The parameters of the JAM have been determined to be similar to the Langevin function

(Fig. 5.10). The JAM parameters areM s = 8 :1 � 105 A/m, � = 10 � 3, a = 300 A/m, c = 0 :5,

k = 800 A/m. The number of required iteration steps are plotted as a function of the time and

the number of required iteration steps are shown by di�erentamplitudes in Fig. 5.11 and Table

5.4 respectively. The tolerance of the nonlinear iterationis " = 10 � 8. To achieve this tolerance
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Fig. 5.11. Number of iteration steps required at speci�ed time steps inthe case of JAM

the nonlinear iteration follows the block scheme drawn in Fig. 4.6. The solution at t = 35 ms

can be seen in Fig. 5.12 and more results are presented in appendix B.

Table 5.4. Number of required iteration steps in the case of JAM
FP Rel. � FP Hamp Number of iteration

steps (for two periods,
80 time steps)

Notes

+ + update 100 463 avg. steps: 5.7875
+ + update 1000 936 avg. steps: 11.7
+ + update 10000 2990 avg. steps: 37.375

It means that same procedure has been used for solving the problem with hysteresis as in

the case of the Langevin function. The operator of the material nonlinearity must be uniformly

monotonous and Lipschitzian. The running time is almost thesame in both (Langevin and

JAM) cases. One iteration step takes about 0.5 sec. on my portable computer with PentiumM

2 GHz processor and 2 GB of RAM. This means that the total process takes about 25 minutes

if we consider the longest case (last row) in Table 5.4. Comparing Tables 5.4 and 5.1 it can be
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Fig. 5.12. Solutions with JAM, Hamp = 100 A /m, 1000 A /m,10000 A/m at t=35 ms

concluded that the speed up of FP algorithm has been successfully achieved by the combination

of relaxation and � update, since the average FP iteration steps reduced from 419.8 to 37.4.
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5.2 2D example � Hysteresis measurement simulation

The simulation of the ferromagnetic hysteresis measurement has been performed in this section

[63�67]. The detailed description of the hysteresis measurement can be found in section 3.4

on page 29. A ring shaped specimen made from structural steelis excited by a current fed

coil (Fig. 5.13). The induced voltage is recorded during themeasurement and after that the

magnetic �ux density is computed from it.

60
 m

m
40

 m
m

16 mm

Fig. 5.13. The drawing and the photo about the specimen

5.2.1 Model

I have determined the electromagnetic �eld in the examined specimen, which is used in my

measurements. The description of the magnetic �eld in the ring shaped specimen can be done

in cylindrical coordinate system(r; z; ' ), where the axisz and the axis of the ring are identical.

Since the arrangement is axisymmetric, the same magnetic �eld distribution can be obtained

for all value of ' . As a result, a two dimensional model can be introduced for the variablesr

and z. The 2D model of the ferromagnetic ring measurement in cylindrical coordinate system

can be seen in Fig. 5.14. No air layer is needed around the ringsince the Ampere's law is

ful�lled by prescribing magnetic �eld on the surface of the ring by (5.14). The situation is the

same as in the real case.

s

r

ferromagnetic ring
z

- prescribed magnetic fieldH (r,t)

Fig. 5.14. The geometry model of the ferromagnetic ring simulation

The magnetic �eld generated by the excitation coil is prescribed as

H s(r; t ) =
Ne � i (t)

2�r
; (5.14)
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on the perimeter of the ring, whereNe is the number of turns of the excitation coil, i (t) is the

current �owing through the coil wires and r is the radius variable.

5.2.2 Mesh parameters

A triangular mesh is applied to solve the �nite element problem. The mesh can be seen in the

Fig. 5.15. The edges of the triangular elements within the ring are no greater than 1 mm. The

number of triangular elements is 698. The mesh is only applied within the ring since there is no

magnetic �eld outside the ring. Quadratic Schöberl-type edge elements are applied for solving

Fig. 5.15. The mesh of the 2D problem

the problem as it is described in section 4.3 on page 56.

5.2.3 Results

The rate-independent JAM is introduced for modeling the material characteristics with the
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Fig. 5.16. The measured and simulated hysteresis curves at 0.2 Hz
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Fig. 5.17. The measured and simulated hysteresis curves are plotted at1 Hz. From left to right the
�gures show simulation results with the rate-independent and the rate-dependent JAM

parametersM s = 1 :22 � 106, � = 4 :7 � 10� 4, a = 326:01 A/m, c = 0 :00565, k = 468:985 A/m.

The model parameters are chosen to obtain same hysteresis curve as it was measured in section

3.4. The �measured� magnetic �eld intensity can be determined exactly the same way as in the

experiments:
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Fig. 5.18. The measured and simulated hysteresis curves are plotted at5 Hz. From left to right the
�gures show simulation results with the rate-independent and the rate-dependent JAM

H (t) =
Nei (t)

l
; (5.15)

where Ne = 134 is the number of turns of the excitation coil and l is the average magnetic

length in this case l = 50� mm. So there is no �eld computation needed to determineH (t)

since the coil is current-fed as in the experiment.

The corresponding magnetic �ux density can be determined from the magnetic vector po-

tential B = curl A , which has the form in cylindrical coordinates

B = B ' e ' =

�
�
�
�
�
�
�

er =r e ' ez=r

@=@r 0 @=@z

A r 0 Az

�
�
�
�
�
�
�

=

 
@Ar
@z

�
@Az
@r

!

e ' : (5.16)
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(a) Time = 5 s (b) Time = 6 s (c) Time = 7 s

(d) Time = 8 s (e) Time = 9 s (f) Time = 10 s

Fig. 5.19. Solutions with the rate-independent JAM at f = 0 :2 Hz. The ' component of magnetic
�ux density B ' is plotted by surface and the magnetic vector potentialA by arrows

The average of magnetic �ux density is computed with respectto the cross-section area of the

ring

B (t) =
1

S

Z

S

B ' (t)dS; (5.17)

whereS is the cross-section area of the ring. The measured and the simulated hysteresis curves
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(a) Time = 0.2 s (b) Time = 0.24 s (c) Time = 0.28 s

(d) Time = 0.32 s (e) Time = 0.36 s (f) Time = 0.4 s

Fig. 5.20. Solutions with the rate-dependent JAM at f = 5 Hz. The ' component of magnetic �ux
density B ' is plotted by surface and the magnetic vector potentialA by arrows

are plotted in Fig. 5.16. The frequency of the excitation current is 0.2 Hz, where the dynamic

e�ects can be neglected. Therefore the simulation with rate-independent JAM provides a good

agreement with the measured curve. Distribution of magnetic �eld in the cross-section of the

ring can be seen in Fig. 5.19.

The measured and simulated hysteresis curves are plotted inFig. 5.17 at 1 Hz. The

measured curves are the same in all three �gures (blue line).The simulation is done by rate

independent JAM with the parameters M s = 1 :22 � 106 A/m, � = 4 :7 � 10� 4, a = 326:01 A/m,
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c = 0 :00565, k = 468:985 A/m in Fig. 5.17 at left. The simulated curve underestimates the

measured characteristics.

The simulation is done by the rate dependent JAM with the parameters M s = 1 :22 � 106

A/m, � = 4 :7 � 10� 4, a = 326:01 A/m, c = 0 :00565, M s = 1 :22 � 106 A/m, � = 4 :7 � 10� 4,

a = 326:01 A/m, c = 0 :00565, k = 468:985 A/m, kEC = 1 :8 � 10� 6, kA = 0 :01 at right of Fig.

5.17. The simulated and measured curves are good agreement.

The same investigations have been carried out at 5 Hz. The results can be seen in Fig. 5.18.

In the �gure at the left the simulation is performed by applyi ng the rate independent JAM

for modeling the material. The �gure at right shows the simulation (red line) result with rate

dependent JAM with same parameters above. Distribution of magnetic �eld in the cross-section

of the ring can be seen in Fig. 5.20.
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5.3 3D example � Solution of the problem T.E.A.M 13

The developed method works very well for large problems as well, as it can be seen in the follows.

I have proved the e�ciency of the developed nonlinear �nite element method by solving a large

3D magnetostatic problem proposed by the COMPUMAG Society,which can be considered as

a benchmark problem to compare di�erent kind of numerical methods. The original problem

can be found in Appendix E on page 15 or [1].

5.3.1 Introduction

The magnetic �eld distribution of a coil surrounded by steel channels and plates is determined

(see Fig. 5.21). The coil is excited by DC current (magnetostatic case). The magnetostatic

�eld is calculated at various positions. The experimental setup contains search coils to measure

the magnetic �ux density allowed to compare with the simulation results [1].

Fig. 5.21. Sketch of the problem. The coil is surrounded by iron plates

The thickness of plates and channels is very small in comparison with the other sizes of

the geometry. Therefore some di�culties may occur in the meshing process. It is not easy to

generate a suitable mesh with tetrahedral elements since the �nite element mesh must be �ner

in the region of the iron plates despite in the region of air itcan be coarser. It is not easy to

make connection between the various density meshes.
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By means of very �ne meshing the degrees of freedoms (DOFs) become very large (n�100000).

Therefore direct solvers can not be employed to solve the algebraic equations. The current of

the coil is prescribed directly as a current density and not the Biot-Savart law is applied to

take into account the excitation current. In this case it is not enough to solve the system of

equations for the components of the magnetic vector potential since the gauge �xing must be

ensured by introducing Lagrange multipliers as well. The algebraic equations can be solved by

the general mean residual (GMRES) iterative method. For large inde�nite problems like this

with zeros in the diagonal of the system matrix the geometricmultigrid [Appendix F on page

30] preconditioner with Vanka pre-/postsmoother can successfully be applied [68] [Appendix G

on page 32].

The setup of the problem will be done on the linear case. The following parameters will

be optimized: the mesh size, the element order, the radius ofenclosing sphere and the number

of multigrid levels. They are determined by computing the inductance of the linear problem

assuming � r = 2300. The inductance is proportional to the stored magnetic energy in the

arrangement. Therefore it is suitable to indicate the accuracy of the solution [35,45].

The formalism with respect to the magnetic vector potential for solving this magnetostatic

problem has already been discussed in section 4.1.1 on page 42.

5.3.2 Setup of the linear problem

Fine tuning of the linear problem is important since it is solved several times during the nonlinear

iteration. Any minor improvement in the running time or accu racy could become essential in

the nonlinear problem.

Purpose of the linear problem setup to determine the following parameters:

� radius of enclosing sphere;

� choosing a suitable solver;

� mesh density;

� element order;

� geometrical symmetry.

The radius of the enclosing sphere is su�cient since the magnetic �eld disappears at the

in�nity. However it is impossible to mesh that. Instead of th at the arrangement is closed by a

sphere where the magnetic �eld can be considered as zero. Theenclosure could be for instance

a cube but the sparsity pattern of a sphere is much better. Thevalues in the Table 5.5 below

have been computed by �rst order edge elements with 2 level multigrid method where size of the

coarser mesh is approximately quarter of the original one. The absolute values of the magnetic

�ux densities B1, B8 and B25 have been calculated by

B =
1

S

Z

S

curl A dS =
1

S

I

l

jA jdl; (5.18)

where S is the cross-section area of the plates. The arrangement is symmetrical to the plane

z = 0 , where homogeneous Neumann condition is prescribedn � H = 0 in Fig. 5.22.
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Fig. 5.22. The full and the half geometry. Surfaces are added to the plates, where the magnetic
�ux density has been measured. The dimensions are not noted in this �gure but they are agreed with

Appendix E

The Neumann condition is ful�lled automatically on the symmetry plane. More accurate

Neumann condition can be achieved by �ner mesh around the Neumann plane. The di�erences

between the values ofB1 and B25 in Tables 5.5 and 5.6 can be avoided by mesh re�nement

around the symmetry plane. The second row in Table 5.6 is computed by second oreder edge

elements. Ther = 0 :5 m outer sphere radius is used in the further computations.

5.3.3 Nonlinearity

In magnetostatic case the �rst magnetization curve can describe the nonlinear behavior of the

ferromagnetic material. It is given in the problem speci�cation in Appendix E on page 19.

Since the output quantity of the A formulation is the magnetic �ux density B . Therefore the

inverse characteristics must be used, which is detailed in section 3.3 on page 28.

The measured magnetization curve is approximated by the Jiles-Atherton model with the

parametersM s = 1 :4� 106 A/m, � = 7 � 10� 4, a = 200 A/m, c=0.1, k=175 A/m (see Fig. 5.23).

5.3.4 Results

The problem TEAM 13 is solved in two steps. In the �rst step �rs t order tetrahedral elements

are used on a coarse mesh to determine a suitable �xed point reluctivity � FP . In the second step

Table 5.5. Computational details by di�erent sphere radius
r [m] B1 [T] B8 [T] B25 [T] L [mH] DOF NoE t [sec]

0.2 1.66 0.60 1.35 368.69 120868 89481 301
0.3 1.68 0.60 1.3 373.78 127848 94668 316
0.5 1.70 0.60 1.27 374.49 131213 97196 393
1 1.71 0.61 1.27 375.59 128126 94891 489

1.5 1.71 0.61 1.27 375.57 129314 95757 585
2 1.71 0.62 1.28 373.2 130943 96996 582
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Fig. 5.23. The experimental �rst magnetization curve is approximated by the Jiles-Atherton model
with the parameters M s = 1 :4 � 106 A/m, � = 7 � 10� 4, a = 200 A/m, c=0.1, k=175 A/m

the problem is solved by second order edge elements on a �ner mesh with the above determined

�xed point reluctivity. The used �nite element mesh can be seen in Fig. 5.24.

Fig. 5.24. The �nite element mesh

Table 5.6. Results based on the half geometry with Neumann condition
r [m] B1 [T] B8 [T] B25 [T] L [mH] DOF NoE t [sec]

0.5 1.57 0.64 1.18 381.95 68527 49783 156
0.5 1.53 0.71 1.11 404.76 388899 49783 1197
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5.3.5 Solution with �rst order elements

The purpose of this investigation is to determine the best �xed point reluctivity based on a

relatively coarse �nite element mesh and with �rst order tri angular elements. The bene�t of
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Fig. 5.25. The measured [1] and simulated results with �rst order elements on a coarse �nite element
mesh

this simpli�ed problem is that a suitable reluctivity can be found in a short time and the further

more accurate computations can be performed based on the �xed point reluctivity determined

here.

Table 5.7. Chosen relative reluctivity versus required iteration steps
� FP,r Number of iterations

1/100 93
1/500 57
1/1000 56
1/2000 divergent

The problem has been solved by supposing di�erent �xed-point reluctivities and the results

have been summarized in Table 5.7.

The computational results obtained by a direct SPOOLES LU solver [69] with respect to

the �nite element mesh with 6608 elements and 9298 DOFs can beobserved in Fig. 5.25. I

have compared the simulation results with the measured data[1]. Indeed the results are not

in so good agreement with the measured data, but they are in the same magnitude with the

measurements and they are quantitatively correct. My purpose is to improve the accuracy of

the method by introducing second order edge elements, whichis done in the next section.

5.3.6 Solution with second order elements

The �nite element mesh used in previous section has been a little bit improved. Now it consists

of 13 706 tetrahedral elements. The total DOFs are 116 168 by means of the second order

elements in Fig. 5.26.

The direct LU solver is not capable to solve such a huge problems like this. Therefore the

GMRES2 method has been applied to solve the linearized system. The two levels geometric
2General Mean Residual
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Fig. 5.26. Magnetic �eld lines
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Fig. 5.27. The measured [1] and simulated results with second order elements
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Fig. 5.28. Relative error of the measured and the simulated data

multigrid method is applied as preconditioner. The lower level of the multigrid method is the

�rst order approach of the problem, which can be solved by LU coarse solver since the DOFs
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are 27 544 in this case. Moreover the top level of the multigrid method is the second order

approach, which is determined by GMRES with the trial value extracted form the �rst order

solution. In this way the convergence of the GMRES is very good only a few steps are required

to achieve the solution. Furthermore it is important to note that the Vanka algorithm has been

used as a pre-/postsmoother in the multigrid method [68].

Simulation results with higher order edge elements can be observed in Fig. 5.27. I have got

better agreement between the simulation data and the measured ones. The average magnetic

�ux is along the vertical part of the "plate U" can be seen at left side. The magnetic �ux along

horizontal part of "plate U" can be observed in the middle andthe �ux in the middle "plate I"

are plotted at right.

Important di�erences can be observed at two locations. One is where the "plate U" is

connecting to the air domain x = 0 in the middle �gure. The other one is where the "plate I"

connects to the Neumann planez = 0 in the �gure at right.

The Table 5.8 below summarizes the computational details based on the table suggested on

page 24.

Table 5.8. Description of computer program

No. Item Speci�cation

1 Code name TEAM13

2 Formulation FEM (Finite Element method)

3 Governing equations (4.1)

4 Solution variables magnetic vector potential A , La-

grange multipliers �

5 Gauge condition imposed by Lagrange multiplier method

6 Fraction of geometry The half of the original geometry

is considered by applying homoge-

neous Neumann condition on sym-

metry plane

7 Technique for nonlinear problem Fixed-point method

Convergence criterion " < 10� 8

8 Approximation method of B � H

curve

JAM

9 Technique for open boundary prob-

lem

Truncation

10 Calculation method of magnetic

�eld produced by exciting current

Taking into account exciting current

in governing equations directly

11 Property of coe�cient matrix of lin-

ear equations

sparse, asymmetric
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Table 5.8. Description of computer program

No. Item Speci�cation

12 Solution method for linear equations Linear system solver: GMRES; Pre-

conditioner: Geometric multigrid

with 2 levels (the �rst and second

order elements); Presmoother:

Vanka; Postsmoother: Vanka;

Coarse solver: LU

Convergence criterion for iteration

method

Relative tolerance of GMRES:10� 6

13 Element type Tetrahedron

14 Number of elements 13 706

15 Number of nodes 2497

16 Number of unknowns (DOFs) 116 168

17 Computer name HP Compaq nx8220 portable com-

puter

speed MIPS: 7396; MFlops: 3071

FPU/3916 SSE2

main memory 2 GB

used memory 1.25 GB including the operation sys-

tem

precision data

(bits)

32

CPU time (sec) total 2052

solving linear

equations

36

5.3.7 Comparison

Same problem has been solved in the paper [70,71], where a hybrid method described to solve

magnetostatic problems, which combines Finite Formulation of Electromagnetic Fields (FFEF)

with integral boundary conditions based on Green function applied to magnetization. The

magnetostatic problem is formulated in terms of line integrals of magnetic vector potential while

integral boundary conditions are obtained by magnetic scalar potential. The two potentials are

coupled by the Ampere structural constraint. The method hasbeen applied both to linear

problems with magnetization sources inside the domain, andto nonlinear ones, handled by

means of the Fixed Point technique which introduces �ctitious magnetization sources.

I am grateful to Prof. Repetto for providing simulation data (literature data) [71] for

this problem allowing the comparison between the method I used and his hybrid formulation

method. The magnetic �ux density in the middle of central column (Plate I) according to the

literature data (at left in green) and the error between the literature and measured data (at
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right) are plotted in Fig. 5.29. These can be compared by the results in Figs. 5.27 and 5.28.

The simulation data were computed by 100 nonlinear iterations with the L 2 norm of B error
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Fig. 5.29. Comparison with the literature

0:45� 10� 5.

It is very hard to compare the literature values with my computation results as it can be

seen in the Table 5.9, because I used �ner �nite element mesh and the obtained results are

indeed more accurate. It is important to emphasize that lessnumber of nonlinear iterations

were required in my computation, but the CPU time is not known from the literature. Therefore

the comparison of the computation time is not possible. The order of tetrahedral �nite elements

is also unknown from the literature.

Table 5.9. Comparison between literature values and my results
my value literature values [71]

Number of �nite elements 13 706 2688
Number of nonlinear iterations 57 100
Relative error � 5%: : : 7% � 10%� � � � 70%
Convergence criterion 10� 8 for A 0:45 � 10� 5 for B
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5.4 Thesis 3

I have con�rmed the nonlinear �eld computational method with higher order �nite elements

by examples regarding magnetostatics, eddy current problems and di�usion equation. I have

worked out three examples; one for the solution of one dimensional di�usion equation for fer-

romagnetic half-space, another one for the solution of a twodimensional (axisymmetric) eddy

current problem for hysteresis measurement simulation andthe third one for the solution of a

three dimensional magnetostatic problem for the benchmarkproblem of COMPUMAG.

a) I have illustrated the nonlinear simulation method on the one dimensional half-space

problem. I have applied the nonlinear iteration method developed in the previous chapter

for solving the half-space problem with the Langevin characteristics and with the Jiles-

Atheron model, as well. The problem has been solved by the original �xed-point method

and the �xed-point method with relaxation (R), which is di�e rent from the Hantila's

over-relaxation method [52] since0 < ! < 1 is allowed and �nally this FP+R method is

improved by the local update of the permeability obtaining signi�cant speed up.

b) The simulation of the ferromagnetic hysteresis measurement known from section 3.4

has been worked out by using a two dimensional axisymmetric model. The simulations

have been carried out at di�erent frequencies using both therate-independent and the

rate-dependent JAM.

c) I have developed the three dimensional nonlinear simulation technique for the T.E.A.M

13 test problem of COMPUMAG. I have used edge �nite element method and A vec-

tor potential formalism in combination with Lagrange multi pliers � . I have validated

the simulation of the three dimensional nonlinear test problem by the available measure-

ments. I have combined the higher order edge �nite element method with the �xed-point

method for solving this three dimensional magnetostatic problem. I have used geometric

multigrid method for preconditioning the system by utilizi ng the hierarchical property

of the introduced higher order edge elements. The coarse grid is represented by the

DOFs of �rst order elements though the �ner grid is de�ned by t he DOFs of second

order elements.
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Chapter 6

Summary of Theses

Thesis 1

I have extended the JAM of hysteresis to avoid the non-physical solutions and to represent the

rate-dependent variation of the response with the input forthe direct H-B and for the inverse

B-H characteristics as well.

a) I have developed an engineering approach based on an energy balance equation for

obtaining the di�erential equation of the rate-independent Jiles-Atherton model. I have

introduced a parameter � M to avoid the non-physical solution (negative slope) of the

model di�erential equation. I have validated the developedrate-independent model by

experiments.

b) I have extended the energy balance equation of the rate-independent Jiles-Atheron model

by two additional energy (eddy current and anomalous loss) terms to take into account

the time variation of excitation magnetic �eld. I have valid ated the developed rate-

dependent model by experiments.

c) I have built a magnetic measurement system for measuring magnetic hysteresis in Lab-

VIEW environment. I have proposed measurement method for measuring hysteresis

loops, minor loops, �rst order reversal curves and I have worked out an under-relaxation

method to obtain sinusoidal waveform inB .

d) I have worked out a procedure for parameter identi�cation of both the rate-dependent

and rate independent Jiles-Atherton model of hysteresis based on the nonlinear least

square method.

Thesis 2

I have implemented the hysteresis simulation to the higher order vector shape functions of FEM

for solving magnetostatic and eddy current problems and to handle the nonlinear iteration and

I have worked out an e�cient speed up technique of the �xed point method by combining the
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relaxation method and the local permeability update.

a) I have extended the �eld equations for nonlinear magnetostatic and eddy current prob-

lems considering the gauge �xing with the Largange multiplier method. I have proposed

formulations by assuming general hysteretic relationshipbetween theH and B to o�er

for researchers the ability to use any type of hysteresis model and numerical method.

b) To handle the nonlinear iteration I have worked out the relaxation method with the

permeability updates to speed up the �xed-point iteration process.

c) I have combined the solution of the �eld equations with higher order Schöberltype edge

elements for nonlinear case. The introduced element type allows to choose �nite elements

with arbitrary polynomial degree utilizing the local complete sequence property.

Thesis 3

I have con�rmed the nonlinear �eld computational method with higher order �nite elements

by examples regarding magnetostatics, eddy current problems and di�usion equation. I have

worked out three examples; one for the solution of one dimensional di�usion equation for fer-

romagnetic half-space, another one for the solution of a twodimensional (axisymmetric) eddy

current problem for hysteresis measurement simulation andthe third one for the solution of a

three dimensional magnetostatic problem for the benchmarkproblem of COMPUMAG.

a) I have illustrated the nonlinear simulation method on the one dimensional half-space

problem. I have applied the nonlinear iteration method developed in the previous chapter

for solving the half-space problem with the Langevin characteristics and with the Jiles-

Atheron model, as well. The problem has been solved by the original �xed-point method

and the �xed-point method with relaxation (R), which is di�e rent from the Hantila's

over-relaxation method [52] since0 < ! < 1 is allowed and �nally this FP+R method is

improved by the local update of the permeability obtaining signi�cant speed up.

b) The simulation of the ferromagnetic hysteresis measurement known from section 3.4

has been worked out by using a two dimensional axisymmetric model. The simulations

have been carried out at di�erent frequencies using both therate-independent and the

rate-dependent JAM.

c) I have developed the three dimensional nonlinear simulation technique for the T.E.A.M

13 test problem of COMPUMAG. I have used edge �nite element method and A vec-

tor potential formalism in combination with Lagrange multi pliers � . I have validated

the simulation of the three dimensional nonlinear test problem by the available measure-

ments. I have combined the higher order edge �nite element method with the �xed-point

method for solving this three dimensional magnetostatic problem. I have used geometric

multigrid method for preconditioning the system by utilizi ng the hierarchical property

of the introduced higher order edge elements. The coarse grid is represented by the

DOFs of �rst order elements though the �ner grid is de�ned by t he DOFs of second

order elements.
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Chapter 7

Conclusions and future work

The purpose of this work is to �nd an e�cient way to compute mag netic �elds in the presence

of highly nonlinear even hysteretic materials. Both magnetostatic and eddy current �elds were

investigated.

Further investigations could be done by choosing hysteresis models other than the Jiles-

Atherton. It would be very interesting to apply the Preisach model of hysteresis.

A di�erent approach could be developed to take into account the ferromagnetic hysteresis,

because these hysteresis models (Preisach, Jiles-Atherton etc.) were developed not for �nite

element computations. We have a �nite element mesh for discretizing the electromagnetic �eld

equations but same mesh could be applied for solving the equation(s) of the hysteresis model.

The currently used hysteresis models do not utilize that theregion is discretized by the �nite

element method. Both the electromagnetic �eld equations andthe di�erential equations of the

material could be solved simultaneously on the same �nite element mesh as a coupled problem.

In this way a more sophisticated approach could be achieved.The geometrical shape, the

temperature of the material, the interaction between the magnetic domains and the e�ect of

the mechanical stress could be considered by this coupled problem approach.

An interactive user friendly CAD software package should bedeveloped for solving electro-

magnetic �eld equations in the presence of nonlinear magnetic material, which would be useful

in designing electrical machines or power transformers.

In my further investigations I would like to deal with the cha otic behavior of ferromagnetic

hysteresis.
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Appendix A

Results of the half-space problem with

Langevin function
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Fig. A.1. Solutions with Langevin characteristics,Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=0.5
ms
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Fig. A.2. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=5
ms
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Fig. A.3. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=10
ms
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Fig. A.4. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=15
ms
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Fig. A.5. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=20
ms
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Fig. A.6. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=25
ms
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Fig. A.7. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=30
ms
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Fig. A.8. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=35
ms
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Fig. A.9. Solutions with Langevin characteristics, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=40
ms
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Appendix B

Results of the half-space problem with

modi�ed JAM
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Fig. B.1. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=0.5 ms
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Fig. B.2. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=5 ms
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Fig. B.3. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=10 ms
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Fig. B.4. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=15 ms
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Fig. B.5. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=20 ms
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Fig. B.6. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=25 ms
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Fig. B.7. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=30 ms
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Fig. B.8. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=35 ms
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Fig. B.9. Solutions with JAM, Hamp = 100 A/m, 1000 A/m, 10000 A/m at t=40 ms
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Appendix C

Hysteresis measurement simulation at

0.2 Hz

Simulation results of the hysteresis measurement simulation is presented, which are detailed

in section 5.2. The magnetic �ux density is plotted in Tesla. The horizontal and vertical

cylindrical-coordinate axes arer [m] and z [m] respectively.
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Appendix D

Hysteresis measurement simulation at

5 Hz

Simulation results of the hysteresis measurement simulation is presented, which are detailed

in section 5.2. The magnetic �ux density is plotted in Tesla. The horizontal and vertical

cylindrical-coordinate axes arer [m] and z [m] respectively.
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Appendix E

Problem T.E.A.M. 13

Team Problem 13

3-D Non-Linear Magnetostatic Model

1. General Description

The model is shown in Fig.1. An exciting coil is set between two steel channels, and a
steel plate is inserted between the channels. The coil is excited by dc current. The
ampere turns are 1000 and 3000 AT which is sufficient to saturate the steel.
The problem is to calculate magnetic fields at various positions.

2.   Analyzed Region and Boundary Conditions

If the symmetrical and periodic boundary conditions[l] can be used, the 1/4 region
shown in Fig.2(a) is enough to be analyzed. The analysis of 1/2 region shown in
Fig.2(b) using only symmetrical boundary condition is also acceptable.

3.   Mesh Description

The mesh is not specified.

4.   Nonlinearity

The B-H curve of the steel shown in Fig.3 is to be used. The typical values of B(T) and
H(A/m) are also shown in Fig.3. The curve for high flux densities (B>1.8T) should be
approximated by Eq.(1):

B=m0H + (aH2 + bH + c) (1.8£B£2.22T)
(1)

B=m0H + Ms (B³ 2.22T)

where m0 is the permeability of free space. The constants a, b and c are
- 2.381x10- 10, 2.327x10- 5, and 1.590 respectively. Ms is the saturation magnetization
(2.16T) of the steel. Equation (1) shows that the steel part is assumed to be completely
saturated when B is higher than 2.22T.

5.   Quantities and Distributions to be Calculated

5a. Points where flux densities are compared
To compare results, please complete Tables 1, 2 and 3. Fig.4 shows the specified
positions for average flux density in the steel and flux density in the air. Fig.5 shows the

recommended points to be compared. The points 1  to 4  are for comparison
between various numerical methods of analysis. The points
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where large errors may occur, such as due to large flux density changes, are chosen.

The points 5  to 8  show the recommended points to be compared with experiment.
Around these points, flux densities can be measured accurately because the gradient of
flux density is not so high.

5b. Distributions of flux density vectors
Distributions  of flux density vectors on the x-y plane at z=63.2mm, and on the y-z
plane at x=0mm are to be presented.

6.   Description of Computer Program

To compare formulations, variables, etc., please complete Table 4. The used memory in
the item No.17 in Table 4 is defined as the sum of dimensions declared in the program.

7. References

[I] T.Nakata, N.Takahashi, K.Fujiwara & A.Ahagon "Periodic Boundary Condition for
3-D Magnetic Field Analysis and its Applications to Electrical Machines", IEEE
Trans. Magnetics, MAG-24, 6, 2694 (1988).

[2) O.C.Zienkiewicz  "The  Finite Element  Method (Third Edition)", McGraw-Hill
(1977).

[3] P.P.Silvester, H.S.Cabayan & B.T.Browne: "Efficient Techniques for Finite
Element Analysis of Electrical Machines", IEEE Trans: PA&S, PAS-92, 6, 1274
(1973).

[4] J.H.Hwang & W.Load : "Finite Element Analysis of the Magnetic Field Distribution
inside a Rotating Ferromagnetic Bar", IEEE Trans. Magnetics, MAG-lO, 4, 1113
(1974).

[5] H.Akima : "A New Method of Interpolation and Smooth Curve Fitting Based on
Local Procedures", Journal of ACM, 17, 4, 589 (1970).

[6] C.R.I.Emson   "Methods for the Solution of Open-Boundary Electromagnetic-Field
Problems", lEE Proc., 135, Pt.A, 3, 151(1988).

[7] P.Tong & J.N.Rossetos : "Finite-Element Method (Basic Technique and
Implementation)", MIT Press (1977).

[8] P.Sonneveld  "CGS, a Fast Lanczos-Type Solver for Nonsymmetric Linear
Systems", Report 84-16,  Department of Mathematics and Informatics, Delft
University of Technology, The Netherlands (1984).

[9] A.Bossavit & 3.C.Verite : "The "TRIFOU" Code : Solving the 3-D Eddy-Currents
Problem by Using H as State Variable", IEEE Trans. Magnetics, MAG-19, 6, 2465
(1983).
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Fig. 1. 3-D nonlinear magnetostatic model

17



Péter Kis � PhD Theses 2006

Fig. 2. Analyzed region
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Fig. 3. B-H curve of steel
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Fig. 4. Specified positions for flux density (see Tables 1 and 2)
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Fig. 5. Recommended points to be compared (see Table 1, 2, and 3)
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Table 1 Average flux density |B| (T) in the steel (see Fig.4)

coordinates (mm) ampere turn (AT)
No. x y z 1000 3000
1
2
3
4
5
6
7

0.0£x£1.6 - 25.0£y£25.0

0.0
10.0
20.0
30.0
40.0
50.0
60.0

8
9

10
11
12
13
14
15
16
17
18

2.1
10.0
20.0
30.0
40.0

50.0
60.0
80.0

100.0
110.0
122.1

15.0£y£65.0 60.0£z£63.2

19
20
21
22
23
24
25

122.1£x£125.3 15.0£y£65.0

60.0
50.0
40.0
30.0
20.0
10.0
0.0

22



Péter Kis � PhD Theses 2006

Table 2 Flux density |B| (T) (see Fig.4)

No. coordinates (mm) ampere turn (AT)
x y z 1000 3000

26
27
28
29
30
31
32
33
34
35
36

10.0
20.0
30.0
40.0
50.0
60.0
70.0
80.0
90.0

100.0
110.0

20.0 55.0

Table 3 Flux density |B| (T) (see Fig.5)

coordinates (mm) ampere turn (AT)
No. x y z 1000 3000
1

2

3

4

2.2

2.0

1.5

1.5

15.1

14.9

0.0

0.0

60.1

50.9

55.0

25.0

  to  are for comparison between various numerical methods of analysis. The points
where large errors may occur, such as due to large flux density changes, are chosen.

The points 5  to 8  show the recommended po
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Table 4  Description of computer program

No. Item Specification

1 Code name

2 Formulation 1. FEM  (Finite Element Method)
2. BEM  (Boundary Element Method)
3. IEM  (Integral Equation Method)
4. FDM  (Finite Difference Method)
5. combination (           +                 )
6. others (                                  )

(Please write references
  in item No.18)

3 Governing equations

4 Solution variables

5 Gauge condition 1. not imposed
2. imposed
(a) impose the condition on

governing equations directly
(b) penalty function method
(c) Lagrange multiplier method
(d) others (                                )

(Please write references
  in item No.18)

6 Fraction of geometry 1. 1/4 [1]
2. 1/2

7 Technique for non-linear
problem[2]

1 Newton-Raphson method [3]
2. Modified Newton-Raphson-method
3. Incremental method
4. SOR[4]
5. others (                                       )

(Please write references
 in item No.18)

Convergence criterion
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Table 4  Description of computer program (continued)
No. Item Specification
8 Approximation method of B-

H curve
1. spline
2. Akima[5]
3. straight lines
4. others(                                                               )

(please write references
in item No.18)

9 Technique for open boundary
problem [6]

1. truncation
2. mapping
3. ballooning
4. Zienkiewicz's infinite element
5. TongÕs infinite element[7]
6. BEM or IEM
7. others (                                                                )

(please write references
in item No.18)

10 Calculation method of
magnetic field produced by
exciting current

1. Biot-Savart law (analytical)
2. Biot-Savart law (numerical)
3. taking into account exciting current in

governing equations directly
11 Property of coefficient matrix

of linear equations
1. symmetric

(la) sparse
(lb) full

2. asymmetric
(2a) sparse
(2b) full

3. combination
12 Solution method for linear

equations
1. ICCG
2. ILUBCG

3. ILUCGS[7]
4. SOR
5. LDLT

6. LU
7. Gauss elimination method
8. others (                                                                )

(please write references
in item No.18)

Convergence criterion for
iteration method
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Table 4  Description of computer program (continued)
No. Item Specification
13 Element type 1. tetrahedron

2. triangular prism
3. hexahedron
4. triangle
5. rectangle
6. others (                                                                )

(please write references
in item No.18)

1. nodal element (    nodes    )
2. edge  element (    edges    )[9]

14 Number of elements

15 Number of nodes

16 Number of unknowns

17 Computer name

speed (MIPS), (MFLOPS).

main memory
(MB)

used memory
(MB)

precision of data (bits)

CPU time (sec)total

solving linear equations

18 References on Nos.1 to 13, etc.

26



Péter Kis � PhD Theses 2006

Average flux density |B| in steel plate (1OOOAT, measured)
coordinates (mm) average flux density |B|(T)

No. x y z G=0.52(mm) G=0.47(mm)
1
2
3
4
5
6
7

0.0£x£1.6 - 25.0£y£25.0

0.0
10.0
20.0
30.0
40.0
50.0
60.0

1.333
1.329
1.286
1.225
1.129
0.985
0.655

1.354
1.339
1.304
1.245
1.138
0.982
0.674

8
9
10
11
12
13
14
15
16
17
18

2.1
10.0
20.0
30.0
40.0
50.0
60.0
80.0
100.0
110.0
122.1

15.0£y£65.0 60.0£z£63.2

0.259
0.453
0.554
0.637
0.698
0.755
0.809
0.901
0.945
0.954
0.956

0.263
0.451
0.563
0.641
0.706
0.763
0.819
0.907
0.958
0.968
0.968

19
20
21
22
23
24
25

122.1£x£125.3 15.0£y£65.0

60.0
50.0
40.0
30.0
20.0
10.0
0.0

0.960
0.965
0.970
0.974
0.981
0.984
0.985

0.971
0.973
0.982
0.985
0.991
0.995
0.995
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Appendix F

The geometric multigrid method

The geometric multigrid solver or preconditioner is a fast and memory-e�cient iterative method

for elliptic and parabolic models. It performs one or several cycles of the geometric multigrid

method. The classical multigrid algorithm uses one or several auxiliary meshes that are coarser

than the original (�ne) mesh. The idea is to perform just a fraction of the computations on the

�ne mesh. Instead, it performs computations on the coarser meshes when possible, which leads

to fewer operations. The size of the extra memory used for thecoarser meshes and associated

matrices is comparable to the size of the original data. Thisleads to an iterative algorithm that

is both fast and memory e�cient.

A hierarchy of multigrid levels can be used where each corresponds to a mesh and a choice

of shape functions. Thus, in addition to coarsening the meshit is possible to construct a new

�coarser� level by lowering the order of the shape functions. The number of degrees of freedom

decreases when you go to a coarser multigrid level. There is also an option to generate the �ner

meshes from the coarsest mesh by successive mesh re�nements, which leads to aligned (nested)

meshes.

To describe the multigrid algorithm, assume that you haveN + 1 multigrid levels numbered

from 0 to N , where 0 is the �nest level (the level for which you seek the solution). To solve

the linear system A 0x = b (corresponding to level0), the algorithm must reform the system

matrices A 1; : : : ; A N for the coarse multigrid levels. It must also compute theprolongation

matrices P i that map a solution x vector on level i to the corresponding solution vectorP i x

on the next �ner level i � 1.

The prolongation matrices are constructed using plain interpolation from one multigrid level

to the other. The system matrices for the coarse levels can beconstructed in two ways:

� By assemblingA i on the mesh of leveli .

� By projection from the �ner level: A i = PT
i A i � 1P i whereT denotes a matrix transposi-

tion. This is also called theGalerkin method. It typically leads to more nonzero elements

in the system matrix A i , but the convergence can be faster than in the previous method.

The following algorithm describes one multigrid cycle:

1. The input to the algorithm is some initial guess x 0 to the solution of the system

A 0x = b.

2. Starting with x 0, apply a few iterations of apresmootherto the linear systemA 0x = b,
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yielding a more accurate iteratex 0s. Typically the presmoother is some simple iterative

algorithm such as SOR, but you also chose an arbitrary iterative solver.

3. Compute the residualr 0 = b � A 0x 0s. The presmoother �smooths� the residual so the

oscillations in r have such a long wavelength that they are well resolved on thenext

coarser level (1). Therefore, project the residual onto level 1 by applying the transpose

of the prolongation: r 1 = PT
1 r 0.

4. If N = 1 the coarse solver can be used to solve the systemA 1x 1 = r 1. The coarse solver

is typically a direct solver. The number of degrees of freedom on level 1 is less than

for level 0, which means that solvingA 1x 1 = r 1 is less expensive. If insteadN > 1,

solve the systemA 1x 1 = r 1 (approximately) by recursively applying one cycle of the

multigrid algorithm for levels 1; 2; : : : ; N . In both cases the obtained solutionx 1 is called

the coarse grid correction.

5. Map the coarse grid correction to level 0 using the prolongation matrix: x 0c = x 0s +

P1x 1.

6. Starting with x 0c, a few iterations of a postsmoother must be applied to the linear system

A 0x = b, yielding a more accurate iteratex 0mg . The iterate x 0mg is the output of the

multigrid cycle.

The cycle just described is called the V-cycle. The recursive call in Step 4 (whenN > 1)

is a also a V-cycle. For the W-cycle and the F-cycle, the Steps1-6 above are the same but

with the twist that the recursive call in Step 4 is substituted with two multigrid calls for the

coarser levels. For the W-cycle these two calls are recursive calls, they are W-cycle calls. For

the F-cycle the �rst call is a W-cycle and the second a V-cycle.

For only two multigrid levels ( N = 1) these cycles are the same, because the algorithm uses

the coarse solver in Step 4. Also note that the amount of work on the �nest level is the same

for the di�erent cycles. Normally the V-cycle is su�cient, b ut the W-cycle and the F-cycle can

be useful for more di�cult problems.

When using multigrid as a preconditioner on a right-hand sideb, the preconditioned solution

M � 1b is obtained by applying a �xed number of multigrid cycles starting with the initial guess

0. When using multigrid as a solver, the multigrid cycle repeats until it reaches convergence.

When using multigrid as a preconditioner for the conjugate gradients method for a sym-

metric matrix A , the preconditioning matrix M should also be symmetric. This requirement is

ful�lled if the matrices M associated with the presmoother and the postsmoother are transposes

of each other. For instance, this is the case if the presmoother is SOR and the postsmoother is

SORU, and if the same number of smoothing steps is used.

31



Appendix G

The Vanka Algorithm

This preconditioner/smoother is intended for, but not restricted to, problems involving the

Navier-Stokes equations. Formally it applies to saddle-point problems. A saddle-point problem

is a problem where the (equilibrium) solution is neither a maximum nor a minimum. The

corresponding linear system matrix is inde�nite, and oftenit has zeros on the diagonal. This is

the case for the Navier-Stokes equations but also for problems formulated with weak constraints.

The algorithm is a local smoother/preconditioner of Vanka type. It is based on the ideas

in [68]. It is possible to describe it as a block SOR method, where the local coupling of the

degrees of freedom (DOFs) determines the blocks. The important idea in this algorithm is to

use the Lagrange multiplier variable (or set of variables) to form the blocks. For illustration

purposes, consider the Navier-Stokes equations. For theseequations the pressure variable plays

the role of Lagrange multiplier. The linearized equations on discrete form has the following

structure:

A

"
U

P

#

=

"
S D T

D 0

# "
U

P

#

=

"
F

G

#

(G.1)

where U and P are the velocity and pressure degrees of freedom, respectively. The algorithm

loops over the Lagrange multiplier variable DOFs, here the pressure DOFsP j , and �nds the

direct connectivity to this DOF. To do so, the algorithm locates the nonzero entries in the

matrix column corresponding to P j . The row indices of the nonzero entries de�nes the DOFs

U k , and the software forms a local block matrix based on this connectivity:

A j =

"
Sj D T

j

D j 0

#

(G.2)

One Vanka update loops over allP j and updates

"
U j

P j

#

 

"
U j

P j

#

+ ! A � 1
j

 "
F

G

#

� A

"
U

P

#!

j

(G.3)

where the (:) j denotes the restriction of a vector to the rows corresponding to the block j .

! is a relaxation parameter. The algorithm does not form the inverses of the block matrices
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explicitly. Instead, it computes the Vanka update either with a direct solver subroutine call or

by a GMRES iterative method subroutine call. The GMRES method is the restarted GMRES

without preconditioning. The algorithm relies on that it is possible to invert the submatrices

A j . If it is not possible, the algorithm fails. Note that a zero on the diagonal ofA or A j is not

necessarily a problem for this updating strategy.

In general, the Vanka update does not necessarily update allDOFs. This is, for example,

the case for problems with weak constraints, where only a small subset of the problem's DOFs

are directly coupled to the Lagrange multipliers for the constraints. Another example is the

Navier-Stokes equations (or similar types of equations) coupled to other equations, but where

the coupling is not directly through the pressure variable.The Vanka algorithm automatically

detects DOFs that are not updated by the above Vanka updatingprocedure and performs, for

each Vanka update, a number of SSOR sweeps for these DOFs. This part of the algorithm is

denoted the SSOR update. The SSOR update only works for a submatrix that has a nonzero

diagonal. Just as the SOR and Jacobi preconditioner algorithms, this fails if it �nds zeros on

the diagonal for the DOFs in the SSOR update.
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